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1 N1 INDEX/ VICINITY MAP END_F.A. NO. 0009(084)
2 CT1 CERTIFICATION SHEET §$A96%ﬁ033(;;’°
. - 7
3-4 SQ1-SQ2 SUMMARY OF QUANTITIES | | PAVING EXCEPTIONS
5-7 RS1-RS3 ROADWAY SECTIONS NORTH STA. 584+14.25 TO STA. 597+87.05
8-18 PV1-PV11 PAVING PLAN MARYSVILLE
19-20 PD1-PD2 PAVING DETAILS PLAN e st BRIDGE 91128 NOT INCLUDED
21-22 PM1-PM2 PAVEMENT MARKINGS PLAN §$A952"8E0$1é;°%° S“T"AP 52516133 82
23-46 TC1-TC24 TRAFFIC CONTROL PLAN ;
47-50 DU1-DU4 DETOUR PLAN
PAVING EXCEPTIONS
SR 9 MP 20.41 TO MP 20.70
"|STA511462.08 TO  STA. 526+81.02

84TH ST NE

23 24 19
PLAN BEGIN F.A. NO. 0009(084)
REFERENCE NOTE: ALL SHEET REFERENCES, FIRST NOS. OF STRUCTURE CODE DESIGNATIONS BEGIN PROJECT
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FILE NAME T:1412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_IN.dgn Plot 1
TIME 1:24:28 PM REGION [ STATE FED.AID PROJ.NO. A SR 9 PLAN REF NO
DATE 11/29/2022 0009(084
PLOTTED BY __ baronap 10 |WASH (084) '7’ SR 528 TO 132ND ST NE VIC IN1
DESIGNED BY P.BARONA JOB NUMBER .
ENTERED BY P.BARONA 22A034 Washington State _ PAVING WITH EXCEPTIONS seET
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
50
PROJ. ENGR. M.KAYANDA DATE DATE |NDEXI V|C|N|TY MAP SHEETS
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




PROJECT LICENSED PROFESSIONAL CERTIFICATES

Masoud K Cuaifmc@t

Masoud Kayanda
Dec 6, 2022

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY

SUPERVISION. SUPERVISION. SUPERVISION. SUPERVISION.
NOTES:
THIS PLAN SET WAS DEVELOPED ELECTRONICALLY UNDER THE DIRECT SUPERVISION
OF THE LICENSED PROFESSIONALS THAT HAVE AFFIXED THEIR SIGNATURE TO THIS PAGE.
THIS SHEET SERVES AS THE CERTIFICATION BY THE ABOVE LICENSED PROFESSIONALS
OF ALL SHEETS IN THIS PLAN SET WHERE THEIR STAMPS AND SIGNATURES APPEAR.
FILE NAME T:412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_CT.¢gn
TIME 1:25:44 PM RE,?g_)N STATE FED.AID PROJ.NO. ‘ SR 9 PLAN REF NO
DATE 11/29/2022
PLOTTED BY baronap 10 [WASH '7 SR 528 TO 132ND ST NE VIC cm
DESIGNED BY . JOB NUMBER .
oD Y P SCHNEDER 22A034 Washington State PAVING WITH EXCEPTIONS e
CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon OF
PROJ. ENGR. M. KAYANDA [ E— 50
REGIONAL ADM. B. NIELSEN REVISION DATE BY P.E. STAMP BOX oA P.E. STAMP BOX e CERTIFICATION SHEET SHEETe



https://secure.na1.adobesign.com/verifier?tx=CBJCHBCAABAAP062VjmG_jwetMg6TKtESv6jpc53Xq5W

SUMMARY OF QUANTITIES

DOT_RGG900

12/6/2022
SUB-JOTAL | SUB.TOTAL GROUP1 | GROUP2 | GROUP3 | GROUP4 | GROUP5 | GROUP®
ITEM TOTAL SECTION SECTION | STD. SR9NB/SB | SRONB/SB [ SRONB/SB | SRONB/SB | BRIDGE THIRD
NO 1-07.2(1) 1-07.2(2) ITEM | UNIT ITEM STA. STA. STA. STA. 9/128 PARTY
QUANTITY OF OF NO. 464+28.65 | 526+81.02 | 550+43.82 | 597+87.05 DAMAGE
STANDARD STANDARD TO STA. TO STA. TO STA. TO STA.
SPECS SPECS 526+81.02 | 548+01.87 | 584+14.25 | 686+04.65
| PREPARATION
| 1 ] Lumpsum | | LUMPSUM |0001 | L.S. |MOBILIZATION Il LS. | LS. | LS. | L.S. | | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| I I I I I GRADING [l I I I I I I I I I I I I I I I I
| 2 | 4660.00 | | 4660.00 | 0332 | S.Y. |PAVEMENT REPAIR EXCAVATION INCL. HAUL || | 621.00 | 1237.00 | 2802.00 | | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| I I I I I SURFACING [l I I I I I I I I I I I I I I I I
| 3 | 50.00 | | 50.00 | 5100 | TON |CRUSHED SURFACING BASE COURSE Il | 3000 | 2000 | | | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| I I I I I HOT MIX ASPHALT [l I I I I I I I I I I I I I I I I
| 4 | 51690.00 | | 51690.00 | 5711 | S.Y. |PLANING BITUMINOUS PAVEMENT || 12,670.00 | 5570.00 | 8,750.00 | 24,700.00 | | | | | | | | | | | | |
| 5 | 564.00 | | 564.00 | 5739 | TON |HMA FOR PAVEMENT REPAIR CL. 1/2 IN. PG 58H-22 Il | 9000 | 187.00 | 287.00 | | | | | | | | | | | | |
| 8 | 695000 | | 6950.00 |5767 | TON |HMACL.1/2IN.PG || 274000 | 600.00 | 95000 | 2,660.00 | | | | | | | | | | | | |
| 7 | 3822500 | | 38225.00 |5830 | DOL |JOBMIX COMPLIANCE PRICE ADJUSTMENT || _15,070.00 | 330000 | 522500 | 14,630.00 | | | | | | | | | | | | |
| 8 | 3822500 | | 38225.00 |5835| DOL |COMPACTION PRICE ADJUSTMENT || 15,070.00 | 3300.00 | 522500 | 14,630.00 | | | | | | | | | | | | |
|9 | 60.00 | | 60.00 | 6511 | L.F. |HMASAWCUT AND SEAL Il | | | | 6000 | | | | | | | | | | | |
| 10 | 10000.00 | | 10000.00 | 5707 | DOL |CRACK SEALING - FA || 10,000.00 | | | | | | | | | | | | | | | |
|11 ] -1.00 | | -1.00 | 6518 | DOL |SMOOTHNESS COMPLIANCE ADJUSTMENT ] -100 | | | | | | | | | | | | | | | |
| 12 | 9579.00 | | 9579.00 | 5837 | DOL |ASPHALT COST PRICE ADJUSTMENT || 349300 | 880.00 | 145000 | 3,756.00 | | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| | | | | | | EROSION CONTROL AND ROADSIDE PLANTING Il | | | | | | | | | | | | | | | |
| 13 ] 16.00 | | 16.00 | 6403 | DAY |ESC LEAD ||__16.00 | | | | | | | | | | | | | | | |
| 14 | 1.00 | | 1.00 | 6471 | EACH |INLET PROTECTION Il | | | 1.00 | | | | | | | | | | | | |
| 15 |  5000.00 | | 5000.00 | 6490 | DOL |EROSION/WATER POLLUTION CONTROL || 500000 | | | | | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| | | L | | TRAFFIC I | | | | | | | | | | | | | | | |
| 16 | 7347000 | | 73470.00 | 6809 | L.F. |PROFILED PLASTIC LINE || 2382000 | 7280.00 | 12,150.00 | 29,470.00 | 750.00 | | | | | | | | | | | |
| 17 | 1780.00 | | 1780.00 | 6845 | L.F. |PROFILED PLASTIC WIDE LINE || 1,500.00 | | | 280.00 | | | | | | | | | | | | |
| 18 | 5700000 | | 57000.00 | 6895 | L.F. |TEMPORARY PAVEMENT MARKING-SHORT DURATION || 14,250.00 | 6,564.00 | 9,852.00 | 26,334.00 | | | | | | | | | | | | |
|19 | 21.00 | | 21.00 | 6833 | EACH |PLASTIC TRAFFIC ARROW || 16.00 | | | 500 | | | | | | | | | | | | |
| 20 | 32.00 | | 32.00 | 6871 | EACH |PLASTIC TRAFFIC LETTER || 3200 | | | | | | | | | | | | | | | |
|21 | 288.00 | | 288.00 | 6857 | S.F. |PLASTIC CROSSWALK LINE ]| 288.00 | | | | | | | | | | | | | | | |
| 22 | 3.50 | | 3.50 | 6893 | MI. |CENTERLINE RUMBLE STRIP || 09 | o040 | 060 | 160 | | | | | | | | | | | | |
| 23 | 8.20 | | 8.20 | 6884 | HUND |RAISED PAVEMENT MARKER TYPE 2 Il 190 | 090 | 150 | 390 | | | | | | | | | | | | |
| 24 | Lumpsum | | LUMPSUM | 6971 | L.S. |PROJECT TEMPORARY TRAFFIC CONTROL || Ls. ] Ls. | Ls. | Ls. | | | | | | | | | | | | |
| 25 | 1088.00 | | 1088.00 | 6980 | HR |FLAGGERS ]| 196.00 | 228.00 | 208.00 | 456.00 | | | | | | | | | | | | |
| 26 | 2500000 | | 25000.00 | 7572 | DOL |WORK ZONE SAFETY CONTINGENCY || 25,000.00 | | | | | | | | | | | | | | | |
| 27 | 107.00 | | 107.00 | 6976 | HR  |PATROL AND MAINTAIN TRAFFIC CONTROL MEASURES JL 2900 | 2000 | 2100 | 3700 | | | | | | | | | | | | |
| 28 | 36.00 | | 36.00 | 9238 | EACH |PLASTIC YIELD LINE SYMBOL || 3600 | | | | | | | | | | | | | | | |
| 29 | 62.00 | | 62.00 | 7441 | EACH | TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIPS | 1400 | 1400 | 1400 | 2000 | | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| I I I I I OTHER ITEMS [l I I I I I I I I I I I I I I I I
| 30 | -1.00 | | -1.00 | 7728 | DOL |MINOR CHANGE || 100 | | | | | | | | | | | | | | | |
| 31 ] -1.00 | | -1.00 | 7732 | DOL |AGGREGATE COMPLIANCE PRICE ADJUSTMENT ] -100 | | | | | | | | | | | | | | | |
| 32 | LumPsuM | | LUMPSUM |7003 | L.S. |TYPEBPROGRESS SCHEDULE || LS. | LS. | LS. | LS. | | | | | | | | | | | | |
| 33 | Lumpsum | | LUMPSUM |7038 | L.S. |ROADWAY SURVEYING Il LS. | LS. | LS. | L.S. | | | | | | | | | | | | |
| 34 | LumPsuM | | LUMPSUM |7736 | L.S. |SPCCPLAN || LS. | LS. | LS. | LS. | | | | | | | | | | | | |
| 35 | 5.00 | | 5.00 | 7725 | DOL |REIMBURSEMENT FOR THIRD PARTY DAMAGE Il | | | | | 5.00 | | | | | | | | | | |
GROUP GROUP NUMBER SR CONTROL SECTION TAX SCHEDULE FUND PARTICIPANTS
LEGEND 1 009 313204 ** FEDERAL
2 009 313204 ** FEDERAL
3 009 313204 ** FEDERAL
4 009 313204 ** FEDERAL
5 009 313204 ** FEDERAL
6 009 313204 ** STATE
REGION| STATE FEDERAL AID PROJECT. NO.
10 WA 0009(084) SR9 SQ1
aA03AIS Department of Transportation N
CONTRACT NO SUMMARY OF QUANTITIES 50
DATE REVISION BY 000000 SHEETS




SUMMARY OF QUANTITIES

DOT_RGG900

12/6/2022
SUB-JOTAL | SUB.TOTAL GROUP1 | GROUP2 | GROUP3 | GROUP4 | GROUP5 | GROUP®
ITEM TOTAL SECTION SECTION | STD. SR9NB/SB | SRONB/SB | SRONB/SB | SRONB/SB | BRIDGE THIRD
NO 1-07.2(1) 1-07.2(2) ITEM | UNIT ITEM STA. STA. STA. STA. 9/128 PARTY
QUANTITY OF OF NO. 464+28.65 | 526+81.02 | 550+43.82 | 597+87.05 DAMAGE
STANDARD STANDARD TO STA. TO STA. TO STA. TO STA.
SPECS SPECS 526+81.02 | 548+01.87 | 584+14.25 | 686+04.65
36 LUMP SUM | LUMP SUM L.S. |REFERENCING EXISTING PAVEMENT MARKINGS LS. LS. LS. LS.
| 37 | 5000.00 | | 5000.00 | 7480 | DOL |ROADSIDE CLEANUP || 500000 | | | | | | | |
| I I I I I I I I I I I I I
GROUP GROUP NUMBER SR CONTROL SECTION TAX SCHEDULE FUND PARTICIPANTS
LEGEND 1 009 313204 ** FEDERAL
2 009 313204 ** FEDERAL
3 009 313204 ** FEDERAL
4 009 313204 ** FEDERAL
5 009 313204 ** FEDERAL
6 009 313204 ** STATE
REGION| STATE FEDERAL AID PROJECT. NO.
10 WA 0009(084) SR9 SQ2
Washington State ?’i\?IZI\ISGT\?Vl}?ﬁEQ(ZSgP,\TIFO\IGg e
JOB NUMBER .
22A034/3 Department of Transportation ¢
OF
CONTRACT NO SUMMARY OF QUANTITIES 50
DATE REVISION BY 000000 SHEETS




'
- - - H -
o] o] o 1 o
EXISTING w w EXISTING EXISTING w ' w EXISTING
SHOULDER EXISTING 12' EXISTING 12' SHOULDER SHOULDER EXISTING 12' 1 EXISTING 12' SHOULDER
VARIES 6'-8' LANE VARIES 6'-8' VARIES 6'-8' LANE i LANE VARIES 6'-8'
'
[}
|< 05" o] <05 i
1
I

MATCH EXISTING .

LANE I
+

- MATCH EXISTING

LEGEND
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STA. 46442865 TO STA 51146208 STA 35014363 TO STA' 364414 25
STA. 597+87.05 TO STA. 670+84.22
1
2 G,iEXISTING 3
EXISTIN
Sa)gls.l-l[lggR 0 EXISTING 12' GORE | GORE EXISTING LANE 0 Si)gls.l-ltlggR
VARIES 6'-8' LANE VAR|Esi VARIE! VARIES 12'-24' VARIES 6'-8'
0-3' | 0-3'
i
) S _RS - MATCH EXISTING H MATCH EXISTING .
S _____ L EXISTING ROADWAY
//
\\\ // N //'
\\\ e SEE NOTE 2 N ///
STA. 670+84.22 TO STA. 673+44.37
NOTES:
1. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS
2.RS = EXISTING RUMBLE STRIP TO REMAIN
3.EOL = EDGE LINE TO BE REFERENCED PRIOR TO PLANNING
4. PLANING AND PAVING LIMITS IS 0.5FROM EOL OR TO THE
INSIDE EDGE OF THE EXISTING RUMBLE STRIP, WHICHEVER IS
LESS

@ PLANING BITUMINOUS PAVEMENT

@ HMA CL.': IN.PG 58H-22

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_ PS_RS.¢ign Plot 1
TIME 1:27:02 PM RES(')‘_J“ STATE FED.AID PROJ.NO. ‘ SR 9 PLAN REF NO
DATE 11/29/2022

PLOTTED BY baronap 10 |[WASH v/ SR 528 TO 132ND ST NE VIC RS1
DESIGNED BY P.BARONA JOB NUMBER f

ENTERED BY D BARONA 22A034 &P Washington State _ PAVING WITH EXCEPTIONS e
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Leqrsaet Department of Transportation oF
PROJ. ENGR. M.KAYANDA S SEESHEETCTL ROADWAY SECTIONS e
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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EXISTING ROADWAY

1
o i _|

EXISTING 8 | EXISTING ,  EXISTING Ea EXISTING

SHOULDER EXISTING 12 GORE 1 GORE EXISTING 12 EXISTING 12' SHOULDER

VARIES 7'-8' LANE VARIES i VARIES LANE LANE VARIES 7'-8

3.6 | 36
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______ - MATCH EXISTING : MATCH EXISTING . MATCH EXISTING .
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1

~ // SEE NOTE 2

ROADWAY SECTION D

STA. 673+44.37 TO STA. 675+51.38

i
i
pu) 1
2 I 5'3'
VARIES EXISTING LANE ' EXISTING LANE VARIES
7'-8' VARIES 12'TO 18" r VARIES 12'TO 30° 7'-10'
i
i .
i
JE B __ MATCH_EXISTING : MATCH_EXISTING I | R .
S o __________ 4____EXISTNG ROADWAY_ _ _ _ _ _ _ _ _ __N______________________1°\
7/ AN
e AN
- . . -
~C L ROADWAY SECTION E . -
~ L -
STA. 675+51.38 TO 676+54.25 0.15' @@
NOTES:
LEGEND 1.ALL DEPTHS SHOWN ARE COMPACTED DEPTHS
2.RS = EXISTING RUMBLE STRIP TO REMAIN

3.EOL = EDGE LINE TO BE REFERENCED PRIOR TO PLANNING
4. PLANING AND PAVING LIMITS IS 0.5FROM EOL OR TO THE

@ PLANING BITUMINOUS PAVEMENT INSIDE EDGE OF THE EXISTING RUMBLE STRIP, WHICHEVER IS
LESS

@ HMA CL."%: IN.PG 58H-22
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_ PS_RS.¢ign Plot 2
TIME 1:27:02 PM RE’fg_’“ STATE FED.AID PROJ.NO. ‘ SR 9 PLAN REF NO
DATE 11/29/2022 RS2
PLOTTED BY baronap 10 |WasH v/ SR 528 TO 132ND ST NE VIC S
DESIGNED BY P.BARONA JOB NUMBER f
ENTERED BY P BARONA 22A034 Washington State _ PAVING WITH EXCEPTIONS e
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. M.KAYANDA B _SEESHEETOTI ROADWAY SECTIONS 20
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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EOL

EXISTING EXISTING
SHOULDER EXISTING 12 EXISTING 12 EXISTING 12' SHOULDER
VARIES 7'-8' LANE LANE LANE VARIES 7'-8'

0.5'

EOL
T T L)

- MATCH EXISTING = MATCH EXISTING

MATCH EXISTING .

0.5

EXISTING ROADWAY

\N_ 7
STA. 676+54.25 TO STA. 677+29.09
¢
i
2 i EXISTING 12' 3
EXISTING | EXISTING
SHOULDER M EXISTING LANE GORE | GORE LANE o TS
VARIES 7'-8' VARIES 12'-24' VARIES ' VARIES VARIES 7'-8'
o4 | o
! o <05
!
MATCH EXISTING ! MATCH EXISTING .. s
________________________ EXISTING_ROADWAY _ SR N
N
N\ //’
. ROADWAY SECTION G SEE NOTE 2 "\ -
7 N
STA. 677+29.09 TO 686+04.65
NOTES:
1. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS
LEGEND 2.RS = EXISTING RUMBLE STRIP TO REMAIN
3.EOL = EDGE LINE TO BE REFERENCED PRIOR TO PLANNING
4. PLANING AND PAVING LIMITS IS 0.5FROM EOL OR TO THE
@ PLANING BITUMINOUS PAVEMENT INSIDE EDGE OF THE EXISTING RUMBLE STRIP, WHICHEVER IS
LESS
@ HMA CL.'4 IN.PG 58H-22
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_ PS_RS.¢ign Plot 3
TIME 1:27:02 PM REGION | STATE FED.AID PROJ.NO. A SR 9 PLAN REF NO
DATE 11/29/2022
PLOTTED BY baronap 10 |WasH v/ SR 528 TO 132ND ST NE VIC RS3
DESIGNED BY P.BARONA JOB NUMBER .
ENTERED BY PBARgNA 22A034 Washington State PAVING WITH EXCEPTIONS e
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportation oF
SEE SHEET CT1
PROJ. ENGR. M.KAYANDA S T ROADWAY SECTIONS SHEEOTS
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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BEGIN EDGE LINE
PROFILED PLASTIC LINE
STA. 464+28.65

BEGIN CENTERLINE
RUMBLE STIP
STA. 464+28.65

BEGIN PROJECT
F.A. NO. 0009(084)

SR 9 STA. 464+28.65

0.5'OUTSIDE
OF EOL

0.5'OUTSIDE

STA. 511+62.08
END PAVING

END EDGE LINE
PROFILED PLASTIC LINE
STA. 511+62.08

,,,,,,,,,,,,,,,,, ~ - L e
%) 7 87

T zZ3+-

— —— — — — —+ w

/ / =¥
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X Z SEu

e e e e N L S B I e T - ol

BEGIN LANE LINE
PROFILED PLASTIC LINE
STA. 464+28.65

BEGIN EDGE LINE
PROFILED PLASTIC LINE
STA. 464+28.65

0.5'OUTSIDE
OF EOL

END CENTERLINE
RUMBLE STIP
STA. 511+08.85

END LANE LINE
PROFILED PLASTIC LINE
STA. 511+62.08

NOTES:
1.FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2
LEGEND

1 PLANING AND PAVING LIMITS

= RPR == APPROXIMATE PAVEMENT REPAIR AREA

—|— — |- EXISTING GUARDRAIL

——————————————— EXISTING PAVED ROADWAY

fffffffffffff EXISTING CURB FACE

—————  EXSTING EDGE LINE

————— EXISTING DOUBLE LINE

- -- --  EXISTING CENTER LINE

EXISTING CURB ASPHALT FACE
O REPAIR AREA NOTE

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 1
TIME 12:29:53 PM RESON [ TATe | FED.AID PROJ.NO. 2 SR 9 PLAR REF O
DATE 11/29/2022
PLOTTED BY hutiong 10 |WasH v/ SR 528 TO 132ND ST NE VIC PV1
DESIGNED BY . JOB NUMBER .
T ey 22A034 Washington State PAVING WITH EXCEPTIONS e
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ. ENGR. M.KAYANDA - SeesneETen | PAVING PLAN w
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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STA. 519+30.34 (404'LT) STA. 519+48.41 (404'LT)
END EDGE LINE (WHITI END DOUBLE LINE (YELLOW)
MATCH EXISTING MATCH EXISTING

STA. 519+60.61 (404'LT)

END EDGE LINE (WHITE) D ——

MATCH EXISTING

STA. 519+47.29 (299'LT)

END EDGE LINE (YELLOW)/
BEGIN BOUDLE LINE (YELLOW)
MATCH EXISTING

STA. 519+75.16 (99'LT)
BEGIN EDGE LINE (WHITE)
MATCH EXISTING

STA. 519+37.22 (299'LT)

END EDGE LINE (YELLOW)/
STA.519+11.92 (167'LT) BEGIN BOUDLE LINE (YELLOW)
BEGIN EDGE LINE (WHITE) MATCH EXISTING
MATCH EXISTING

STA. 519+28.70 (68'LT)
END WIDE LINE (SKIP)/BEGIN EDGE LINE (YELLO
MATCH EXISTING

STA. 519+19.01 (240'LT)
END WIDE LINE (WHITE)
MATCH EXISTING

STA. 519+70.93 (55'LT)

BEGIN EDGE LINE (YELLOW)/
END WIDE LINE (WHITE)
MATCH EXISTING

STA. 519+90.49 (60'LT)
END WIDE LINE (SKIP)
MATCH EXISTING

STA. 519+11.95 (67'LT)
BEGIN WIDE LINE (WHITE)
MATCH EXISTING

TA. 523+90.2
BEGIN EDGE LINE (WHITE)
MATCH EXISTING

STA. 511+62.08 (12'LT)

BEGIN EDGE LINE (WHITE)

MATCH EXISTING STA. 518+77.80 (60'LT)
END EDGE LINE (WHITE)/

STA. 511+62.08 (CL) BEGIN WIDE LINE (SKIP)

BEGIN DOUBLE LINE (YELLOW) MATCH EXISTING

MATCH EXISTING

STA. 520+04.13 (26'LT)
BEGIN WIDE LINE (WHITE)
MATCH EXISTING

STA. 523+41.31 (22'LT)
END WIDE LINE (WHITE)
MATCH EXISTING

STA. 523+91.93 (4'LT)

END EDGE LINE (YELLOW)/
BEGIN DOUBLE LINE (YELLOW)
MATCH EXISTING

STA. 520+04.15 (12'LT)

BEGIN WIDE LINE (SKIP)/
END WIDE LINE (WHITE)/
BEGIN EDGE LINE (YELLOW)

. STA. 519+07.50 (44'LT)
STA. 514+82.00 (3'LT) END EDGE LINE (YELLOW)/
END DOUBLE LINE (YELLOW)/ BEGIN WIDE LINE (WHITE)
BEGIN EDGE LINE (YELLOW) MATCH EXISTING

STA. 526+81.02 (CL)

MATCH EXISTING MATCH EXISTING

STA. 526+81.02 (21'LT)

END EDGE LINE
MATCH EXISTING

(WHITE)

END DOUBLE LINE (YELLOW)
I i} MATCH EXISITING N
“o>\// - o o
WS T AN T
I B ——— . \¥:,
a2 — . Siuw
P -  s8s 1 aY
2 < T T T — I - SN |- iy
" T
b I R $hi
----~"STA. 518+70.00 (11'RT) g &
BEGIN WIDE LINE (SKIP)/ (35)
END WIDE LINE (WHITE)/ STA. 520+15.85 (51'RT)
STA. 526+81.02 (14'RT)
END EDGE LINE (YELLO
MATCH EXISTING( ") BEGIN EDGE LINE (WHITE) STA. 523+91.93 (5'RT) END EDGE LINE (WHITE)
STA. 511+62.08 (12'RT) MATCH EXISTING END EDGE LINE (YELLOW)/ MATCH EXISTING
BEGIN EDGE LINE (WHITE) STA. 519+81.82 (44'RT) BEGIN DOUBLE LINE (YELLOW)
MATCH EXISTING STA. 518+71.84 (29'RT) BEGIN EDGE LINE (YELLOW) MATCH EXISTING
END WIDE LINE (WHITE) BEGIN WIDE LINE (WHITE)
MATCH EXISTING MATCH EXISTING LEGEND
STA 51343923 (CL) STA. 514+82.00 (7'RT) STA 518485 15 (5RT STA 519+64.51 (60'RT)
- - END DOUBLE LINE (YELLOW)/ . +63. ' END WIDE LINE (SKIP) _——
END DOUBLE LINE (YELLOWY BEGIN EDGE LINE (YELLOW) END WIDE LINE (SKIP) MATCH EXISITING EXISTING DOUBLE LINE
BEGIN DOBULE LINE (YELLO MATCH EXISTING
MATCH EXISTING ( " MATCH EXISTING . STA. 519+60.64 (67'RT) -— ————  EXISTING EDGE LINE
STA. 519+03.02 (54'RT)
BEGIN WIDE LINE (WHITE)
BEGIN EDGE LINE (YELLOW)/ MATCH EXISTING | ===memmmmeemees EXISTING WIDE LINE
PROFILED PLASTIC LINE BEGIN WIDE LINE (WHITE)
STA. 515+39.74 (25'RT) MATCH EXISTING /o b\ N N e EXISTING PAVED ROADWAY
STA. 518+95.82 (90'RT) STA. 464+28.65 (9¢'RT) | EXISTING CURB FACE

BEGIN EDGE LINE (WHITE)

¥ BEGIN EDGE LINE (WHITE)
MATCH EXISTING ! MATCH EXISTING ————— EXISTING CURB ASPHALT FACE
STA. 519+26.94 (301'RT) v I STA 519+46.32 (67'RT)

END EDGE LINE (YELLOW)/
BEGIN BOUDLE LINE (YELLOW)
MATCH EXISTING

END WIDE LINE (WHITE)/ o3 CONTROL POINT
BEGIN WIDE LINE (SKIP)/
BEGIN EDGE LINE (YELLOW)
MATCH EXISTING

STA. 519+34.87 (301'RT) IE
END EDGE LINE (YELLOW)Y | ||| /7
BEGIN BOUDLE LINE (YELLOW] I [
MATCH EXISTING /J ol
1

STA. 519+24.85 (400'RT)

END EDGE LINE (WHITE)

STA. 519+54.43 (241'RT)

MATCH  EXISITING

TRAFFIC ARROWS

PAVEMENT MARKING NOTE

END WIDE LINE (WHITE) YEILD LINE SYMBOL

MATCH EXISTING , W TRAFFIC LETTERS

END DOUBLE LINE (YELLOW) MATCH EXISTING

MATCH EXISTING
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 11
TIME 12:29:54 PM REGION | STATE FED.AID PROJ.NO. A SR 9 PLAN REF NO
DATE 11/29/2022
PLOTTED BY hutiong 10 |wasH v/ SR 528 TO 132ND ST NE VIC PV2
DESIGNED BY P.BARONA 308 NUMBER .
ENTERED BY P BARONA 22A034 i Washmgton State . PAVING WITH EXCEPTIONS SH;ET
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NoO. NI Department of Transportation oF
PROJ. ENGR. M.KAYANDA —— SEESHERTCn PAVING PLAN e
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX



huttong
Snapshot

huttong
Text Box
SEE SHEET CT1


BEGIN EDGE_LINE
PROFILED PLASTIC LINE

STA. 526+81.02 STA. 527464.65
(9L

STA. 527+64.65
(3'LN

BEGIN CENTERLINE

0.5'OUTSIDE

@ STA. 530+28.95

RUMBLE STIP (9'LT)
N STA. 526+81.02 <
NNSH oo ) pmes e o o ] ms
Jo8 530 535 |is<
= - - =
;éﬁ t RER - } PR PR RPR — T Sal
n I
Ei;z = RPR RER RPR RPR RPR = RPR RPR RPR RPR == EE‘L’
= N N e N N =
STA. 527+64.65 %?TA‘ 528+417.45 0.5 OUTSIDE %SéTT?- 532+39.85
BEGIN PAVING (ORT) OF EOL
BEGIN LANE LINE
PROFILED PLASTIC LINE
STA. 526+81.02
NOTES:
1.FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2
LEGEND
1 PLANING AND PAVING LIMITS
= RPR === APPROXIMATE PAVEMENT REPAIR AREA
—|— — |- EXISTING GUARDRAIL
fffffffffffffff EXISTING PAVED ROADWAY
7777777777777 EXISTING CURB FACE
—————  EXISTING EDGE LINE
—————  EXISTING DOUBLE LINE
- -- --  EXISTING CENTER LINE
EXISTING CURB ASPHALT FACE
@ REPAIR AREA NOTE
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 1
TIME 12:29:54 PM RESON [ TATe | FED.AID PROJ.NO. 2 SR 9 PLAR REF O
DATE 11/29/2022
PLOTTED BY huttong 10 [WAsH v/ SR 528 TO 132ND ST NE VIC PV3
DESIGNED BY P.BARONA JOB NUMBER .
ENTERED BY P.BARONA 22A034 Washington State _ PAVING WITH EXCEPTIONS s
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. M.KAYANDA - SEEsHeETen PAVING PLAN w
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX



huttong
Snapshot

huttong
Text Box
SEE SHEET CT1


0.5' OUTSIDE
@ STA. 539+79.05
< 1 ~ o
wgn UJS%
Zae 2310
- T
oZx® Eh
cow N b
= 6 z Y
0.5' OUTSIDE
OF EOL
CONTROL POINT 1
STA. 538+53.43 (19.67 RT)
N = 395533.73
E = 1328010.65 END EDGE LINE START EDGE LINE
ELEV = 371.27 FT PROFILED PLASTIC LINE PROFILED PLASTIC LINE
STA. 548+01.87 STA. 550+43.82
0.5' OUTSIDE
BRIDGE 9/128
END CENTERLINE STA. 547+71.05 NOT INCLUDED STA. 550+87.85
_ RUMBLE STIP IN PROJECT o
~ I STA. 547+64.65 w g
edl s§48 /" R e 550 i
Zim Z 1~
=& r nrn] SN
;g@ L\ | o | ;£§
ok Z ppp 7 i og®
<Oy | N e AN m e m e <wvuw
s T S gy VO i \ = L
) w
STA. 548+01.87 .
END_PAVING BEGIN PAVING
BUTT JOINT BUTT JOINT
END LANE LINE START LANE_LINE
NOTES: PROFILED PLASTIC LINE PROFILED PLASTIC LINE

1. FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2
2. FOR CONCRETE TO ASPHALT BUTT JOINT SEE STANDARD PLAN A-40.20 DETAIL 3

LEGEND

PLANING AND PAVING LIMITS

APPROXIMATE PAVEMENT REPAIR AREA

EXISTING GUARDRAIL
EXISTING PAVED ROADWAY
EXISTING CURB FACE
EXISTING EDGE LINE
EXISTING DOUBLE LINE

- EXISTING
EXISTING
CONTROL

CENTER LINE
CURB ASPHALT FACE
POINT

REPAIR AREA NOTE

STA. 548+01.87

STA. 550+43.82 BEGIN CENTERLINE

RUMBLE STIP
STA. 551+40.85

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign
TIME 12:29:55 PM RESION | sTaTE FED.AID PROJ.NO.

DATE 11/29/2022

PLOTTED BY huttong 10 |WASH

DESIGNED BY P.BARONA JOB NUMBER

ENTERED BY P.BARONA 22A034

CHECKED BY GHUTTON CONTRACT NO. LOCATION NO.

PROJ. ENGR. M.KAYANDA

REGIONAL ADM. B.NIELSEN REVISION DATE BY

P.E. STAMP BOX

DATE

A

7/

Washington State

SR 9
SR 528 TO 132ND ST NE VIC
PAVING WITH EXCEPTIONS

Plot 2

PLAN REF NO

PV4

Department of Transportation
seEsHEETOTI. PAVING PLAN

P.E. STAMP BOX

SHEET
1
oF
50

SHEETS



huttong
Snapshot

huttong
Text Box
SEE SHEET CT1


CONTROL POINT 2

STA. 559+62.96 (18.87'RT)
N = 397642.94

E = 1327973.57

ELEV = 396.43 FT

0.5' OUTSIDE
OF EOL
STA. 556+68.65 2 STA. 556+68.65 4 STA 558+79.85
3L @Ln CIm) -
—\ = O w
w S e Sy e ey N Ly = ol
nok 7 555 ﬁu wsr
ZiE e T - \: RPR RPR = RPR RPR S
Sy | | | RPR = RPR = | | | 8 Q
T /- RPR RPR =—— 1 5<Z
(l—)liw = RPR RPR RPR RPR = RPR RPR =
Ehuw N\ ) ) ) ) ) 7\ . £“n
= U T t — e e — =t —t— — 1 — ———t— 77 = === — == — == === — = == == oo f e - s
(2 STA. 560+91.05
05 OUTSIDE a9 STA_555+6;_05 @ STA.555+63.05 @ STA. 558+79.85 (ORT)
OF EOL (¥RT) (O'RD) @RT)
0.5'QUTSIDE
OF EOL 16) STA. 561+96.65
Q'L
= ©
O w . gmmogm R ~
wskE L w8 &
Z¥w = RPR RPR RPR RPR RPR RFR Zi-
=8, | | | | (-t
- F o i
O<~RER RER RPR RER RPR RPR RER RPR RPR Sav
<V W ':cwl-u
= uw s
w w
NOTES:
1.FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2
LEGEND
"1 PLANING AND PAVING LIMITS
= RPR === APPROXIMATE PAVEMENT REPAIR AREA
—|— —|-  EXISTING GUARDRAIL
——————————————— EXISTING PAVED ROADWAY
fffffffffffff EXISTING CURB FACE
— ————  EXISTING EDGE LINE
————_—  EXISTING DOUBLE LINE
- -- --  EXISTING CENTER LINE
EXISTING CURB ASPHALT FACE
(» CONTROL POINT
) REPAIR AREA NOTE
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 3
TIME 12:29:55 PM RESON [ TATe | FED.AID PROJ.NO. 2 SR 9 PLAN REF o
DATE 11/29/2022
PLOTTED BY hutiong 10 [wasH v/ SR 528 TO 132ND ST NE VIC PV5
DESIGNED BY P.BARONA J0B NUMBER .
ENTERED BY P.BARONA 22A034 g Washington State _ PAVING WITH EXCEPTIONS e
CHECKED BY G.HUTTON CONTRACT No. LOCATION NoO. £o15TES Department of Transportation oF
PROJ. ENGR. M.KAYANDA - Seeseeren PAVING PLAN w
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX



huttong
Snapshot

huttong
Text Box
SEE SHEET CT1


0.5' OUTSIDE
48 STA. 573+05.45
(9T
N e s 4 & Tt At ey 4 =~ ® [n
weo S w3 u
Z% = RPR RPR RPR RPR RPR PR zZ39%
Sgw | | | | = o —]=R
hrs) '-_:__J \ o0 2}
5|<_c’u> = RPR RPR = RPR RPR = RPR RPR == ~REC<F
'E w w 7777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777 N N e S <O
=u = u
E3 STA. 571+47.05 €4 STA. 574+11.05 49 STA. 576+22.25 (20 STA. 577+80.65
, 9RT ' 7
OF EOL ('RT) (9'RT) (9'RT) @R
END EDGE LINE
PROFILED PLASTIC LINE
STA. 584+14.25
END CENTERLINE
RUMBLE STIP
o E STA. 584+14.25
wsY
225
aR
g
I T |
OXF RPR
==
<D
= T e .
w
+
END PAVING
END LANE LINE
PROFILED PLASTIC LINE
NOTES: STA. 584+14.25
1.FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2
LEGEND
1 PLANING AND PAVING LIMITS
= RPR === APPROXIMATE PAVEMENT REPAIR AREA
—|— — |-  EXISTING GUARDRAIL
777777777777777 EXISTING PAVED ROADWAY
fffffffffffff EXISTING CURB FACE
—————  EXISTING EDGE LINE
————— EXISTING DOUBLE LINE
- -- --  EXISTING CENTER LINE
EXISTING CURB ASPHALT FACE
@ REPAIR AREA NOTE
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 4
TIME 12:29:56 PM RESON [ TATe | FED.AID PROJ.NO. 2 SR 9 PLAN REF o
DATE 11/29/2022
PLOTTED BY hutiong 10 [wasH v/ SR 528 TO 132ND ST NE VIC PV6
DESIGNED BY P.BARONA JOB NUMBER .
ENTERED BY P.BARONA 22A034 Washington State _ PAVING WITH EXCEPTIONS e
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. M.KAYANDA - SEESHEETCT! PAVING PLAN w
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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SEE SHEET CT1


BEGIN EDGE LINE
PROFILED PLASTIC LINE
STA. 597+87.05

STA. 597+87.05 £ 3 CUTSIDE (03 STA. 603+67.85
BEGIN CENTERLINE Cin))
RUMBLE STIP
STA. 597+87.05 -5
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, N o ____ o
600 Y87
o]
» | | o)
1 T
= RPR RPR RPR RPR RPR RPR RER e E F
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, £¥u
w
©7) STA.597+87.05
(9'RT) STA. 605+79.05
J (3R
BEGIN LANE LINE
PROFILED PLASTIC LINE
STA. 597+87.05
0.5' OUTSIDE
STA. 606+31.85
(CIN))
{0
~ oW A A — — — - - oo ~ O
wsHt ok
235 = RPR RPR — 29
52 RPR— RPR ‘ 25
T — [(e)
OgF = RPR RPR RPR = RPR RPR RES <&
<O ==
S Wp---------o NN ___________ e N <wnu
w Sao L = %
- - STA. 612+65.45
25 STA. 606+84.65 @ STA. 606+84.65 0.5' OUTSIDE RT)
(3'RT) (@RT) oF EOL
NOTES:
1.FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2
LEGEND
"1 PLANING AND PAVING LIMITS
= RPR === APPROXIMATE PAVEMENT REPAIR AREA
—|— — |-  EXISTING GUARDRAIL
——————————————— EXISTING PAVED ROADWAY
fffffffffffff EXISTING CURB FACE
—————  EXISTING EDGE LINE
——————  EXISTING DOUBLE LINE
- -- --  EXISTING CENTER LINE
EXISTING CURB ASPHALT FACE
@ REPAIR AREA NOTE
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 5
TIME 12:29:56 PM RESON [ TATe | FED.AID PROJ.NO. 2 SR 9 PLAN REF Mo
DATE 11/29/2022
PLOTTED BY hutiong 10 [wasH v/ SR 528 TO 132ND ST NE VIC PV7
DESIGNED BY . 408 NUMBER .
T ey 22A034 Washington State PAVING WITH EXCEPTIONS ne=
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ. ENGR. M.KAYANDA - SEESHEETCT! PAVING PLAN w
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX



huttong
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huttong
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SEE SHEET CT1


0.5' OUTSIDE TA. 617+40.
29 STA. 617+40.65 (31 STA. 619+51.85
@1Lm
~ g 777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777 I, Ji,,,,,777777777:x;\; 7777777777777777777777 - E
o wey
2o = - Z2%%
Z%9 RPR RPR Z3 o
“o i — I — L - — L — — — — N
S« = RPR RER RER RER RPR RPR RPR RPR RPR é <F
E swl__________~_________________ e ,—,,———————————- <P w
=y = 5
(30) STA. 617+40.65
(ORTM
0.5 OUTSIDE (3D STA. 624+79.85
@
~
<
N U L. 1~ 30— N
w3 ZI-
Z + 0 — 93 L
_Iam L — | — — R — J_go%
ToT = RPR RPR = RPR RPR RPR SR
EE N N <ou
L Q2T e e 2 N = o
= 5
(33 STA. 627+43.85 (34 STA. 627+43.85 (35 STA. 629+02.25
OF EOL (3'RT) (9'RT) (9'RT)
NOTES:
1.FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2
LEGEND
"1 PLANING AND PAVING LIMITS
= RPR === APPROXIMATE PAVEMENT REPAIR AREA
—|— — |-  EXISTING GUARDRAIL
——————————————— EXISTING PAVED ROADWAY
fffffffffffff EXISTING CURB FACE
—————  EXISTING EDGE LINE
————_—  EXISTING DOUBLE LINE
- -- --  EXISTING CENTER LINE
EXISTING CURB ASPHALT FACE
) REPAIR AREA NOTE
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 6
TIME 12:29:57 PM RESON [ TATe | FED.AID PROJ.NO. 2 SR 9 PLAN REF Mo
DATE 11/29/2022
PLOTTED BY hutiong 10 [wasH v/ SR 528 TO 132ND ST NE VIC PV8
DESIGNED BY P.BARONA 408 NUMBER .
ENTERED BY P.BARONA 22A034 Washington State _ PAVING WITH EXCEPTIONS s
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. M.KAYANDA SEESHEETCTH | PAVING PLAN 30

REGIONAL ADM.

B.NIELSEN

REVISION
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DATE

SHEETS
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STA. 632+19.05 (38) STA. 634+83.05
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< g 7777777777777777777777777777777777777777777777777777777777777777777777777 o B -7 - \\\ o L 0 E
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(37) STA. 634+83.05
(9'RT)
0.5 OUTSIDE (39 STA. 643+80.65 @1 STA. 648+55.85
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[Te) E 7777777777777777777777777777777777 B B B e i T e © g
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Ef—"j‘: = RPR RPR RER ege
<O < LW
P T | = u
w w
STA. 644+33.45
(O'RT)
NOTES:
1.FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2
LEGEND
"1 PLANING AND PAVING LIMITS
= RPR === APPROXIMATE PAVEMENT REPAIR AREA
—|— — |-  EXISTING GUARDRAIL
——————————————— EXISTING PAVED ROADWAY
fffffffffffff EXISTING CURB FACE
—————  EXISTING EDGE LINE
————— EXISTING DOUBLE LINE
- -- --  EXISTING CENTER LINE
EXISTING CURB ASPHALT FACE
@ REPAIR AREA NOTE
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 7
TIME 12:29:57 PM RES(')‘_’“ STATE FED.AID PROJ.NO. ‘ SR 9 PLAN REF NO
DATE 11/29/2022
PLOTTED BY hutiong 10 |WasH v/ SR 528 TO 132ND ST NE VIC PV9
DESIGNED BY P.BARONA JOB NUMBER .
ENTERED BY P.BARONA 22A034 g Washington State _ PAVING WITH EXCEPTIONS e
CHECKED BY G.HUTTON CONTRACT No. LOCATION NoO. 01575 Department of Transportation oF
PROJ. ENGR. M.KAYANDA e i PAVING PLAN w
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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@3 STA. 650+67.05

0.5'OUTSIDE

(CI)
© 'S 7777777777777777777777777 e e e i T T B e ~ E
y3e 650 Lgl
Zie RPR RPR = RPR 230
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O = RPR RPR RPR = RPR S<F
" Low
=1 [ N O e N et =y
@2) STA. 649+08.65 @5 STA. 663+87.05
(9'RT) (@'RT) 0.5' OUTSIDE
OF EOL
0.5' OUTSIDE &
(@7 STA. 671+79.05 2
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N
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2
@6) STA. 667+56.65 -
@RT  \QSOUTSIDE S e e
2
IR I
END CENTERLINE -
NOTES: RUMBLE STIP ,
STA. 675+51.38 (9'RT)

1. FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2

LEGEND

a

PLANING AND PAVING LIMITS

APPROXIMATE PAVEMENT REPAIR AREA
EXISTING GUARDRAIL
EXISTING PAVED ROADWAY
EXISTING CURB FACE
EXISTING EDGE LINE
EXISTING DOUBLE LINE
EXISTING CENTER LINE
EXISTING CURB ASPHALT FACE
REPAIR AREA NOTE

PAVEMENT MARKING NOTE

STA. 676+00
SEE SHEET PV9

MATCH LINE 8

~ = TRAFFIC ARROW
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 8
TIME 12:29:58 PM REE(')‘_)“ STATE FED.AID PROJ.NO. ‘ SR 9 PLAN REF NO
DATE 11/29/2022
PLOTTED BY hutiong 10 |WasH v/ SR 528 TO 132ND ST NE VIC PV10
DESIGNED BY P.BARONA JOB NUMBER f
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huttong
Snapshot

huttong
Text Box
SEE SHEET CT1


MATCH LINE 8

STA. 676+00

BEGIN CENTERLINE
RUMBLE STIP
STA. 676+54.45

0.5'OUTSIDE

@9 STA. 679+71.05
@m

STA. 676+12.65

|
oy

|
/f

OF EOL

END EDGE LINE
PROFILED PLASTIC LINE
STA. 686+04.65

MATCH LINE 9
STA. 882+00
SEE THIS SHEET

END PROJECT
F.A. NO. 0009(084)

SR 9 STA. 686+04.65

. [ ot
NOTES: 7] g o e
1.FOR PAVEMENT REPAIR DETAILS SEE PD1 AND PD2 wgy
P4
LEGEND :éz_ __ __ __ i __ __ __ o N
P
] PLANING AND PAVING LIMITS 25: ) END CENTERLINE
= w RUMBLE STIP
= RPR === APPROXIMATE PAVEMENT REPAIR AREA STA. 686+04.65
—|]— — |-  EXISTING GUARDRAIL OF EOL
——————————————— EXISTING PAVED ROADWAY
END LANE_LINE
************ EXISTING CURB FACE PROFILED PLASTIC LINE
— ————  EXISTING EDGE LINE STA. 686+04.65
————_—  EXISTING DOUBLE LINE
- -- -~ EXISTING CENTER LINE
EXISTING CURB ASPHALT FACE
o EXISTING CATCH BASIN
O INLET PROTECTION
) REPAIR AREA NOTE
@ PAVEMENT MARKING NOTE
r=" TRAFFIC ARROW
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_PV.dign Plot 9
TIME 12:29:59 PM RES(')‘_’" STATE FED.AID PROJ.NO. ‘ SR 9 PLAN REF NO
DATE 11/29/2022
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DESIGNED BY P.BARONA JOB NUMBER .
ENTERED BY D BARONA 22A034 g Washington State _ PAVING WITH EXCEPTIONS e
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PROJ. ENGR. M.KAYANDA —_— SEESHEETCT! PAVING PLAN w20
REGIONAL ADM. B.NIELSEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX



huttong
Snapshot

huttong
Text Box
SEE SHEET CT1


PARTIAL DEPTH PAVEMENT REPAIR LOCATION SCHEDULE
PAVEMENT REPAIR
SHEET STATION (OFFSET)TO STATION (OFFSET) VAT | ERETH | WiTH EXCAVATION REPAIR CL AN, PG 581422
: INCL. HAUL (S.Y.) QUANTITY (TON)
PV1-1 SR 9 STA.527+64.65 (3'LT) TO STA.527+86.65 (3'LT) LWP 22 4 10 1
PV1-2 SR 9 STA.527+64.65 (9'LT) TO STA.527+86.65 (9'LT) RWP 22 4 10 1
PV1-3 SR 9 STA.528+17.45 (9'RT) TO STA.531+37.45 (9'RT) RWP 320 4 142 15
PV1-4 SR 9 STA.530+28.65 (9'LT) TO STA.533+13.65 (9'LT) RWP 285 4 127 13
PV1-5 SR 9 STA.532+39.85 (9'RT) TO STA.534+57.85 (9'RT) RWP 218 4 97 10
PV2-6 SR 9 STA.538+20.65 (9'RT) TO STA.539+06.65 (9'RT) RWP 86 4 38 4
PV2-7 SR 9 STA.539+79.05 (9'LT) TO STA.540+37.05 (9'LT) RWP 58 4 26 3
PV2-8 SR 9 STA.541+90.25 (9'LT) TO STA.542+93.25 (9'LT) RWP 103 4 46 5
PV2-9 SR 9 STA.541+90.25 (9'RT) TO STA.543+20.25 (9'RT) RWP 130 4 58 6
PV3-10 | SR 9 STA.556+68.65 (3'LT) TO STA.557+63.65 (3'LT) LwpP 95 4 42 4
PV3-11 | SR 9 STA.555+63.05 (3'RT) TO STA.558+13.05 (3'RT) LWP 250 4 111 11
PV3-12 | SR 9 STA.556+68.65 (9'LT) TO STA.557+63.65 (9'LT) RWP 95 4 42 4
PV3-13 | SR 9 STA.555+63.05 (9'RT) TO STA.558+13.05 (9'RT) RWP 250 4 111 11
PV3-14 | SR 9 STA.558+79.85 (9'LT) TO STA.560+12.85 (9'LT) RWP 133 4 59 6
PV3-15 | SR 9 STA.558+79.85 (9'RT) TO STA.559+59.85 (9'RT) RWP 80 4 36 4
PV3-16 | SR 9 STA.561+96.65 (9'LT) TO STA.566+08.65 (9'LT) RWP 412 4 183 19
PV3-17 | SR 9 STA.560+91.05 (9'RT) TO STA.566+16.05 (9'RT) RWP 525 4 233 24
PV4-18 | SR 9 STA.573+05.45 (9'LT) TO STA.576+87.45 (9'LT) RWP 382 4 170 17
PV4-19 | SR 9 STA.576+22.25 (9'RT) TO STA.577+14.25 (9'RT) RWP 92 4 41 4
PV4-20 | SR 9 STA.577+80.65 (9'RT) TO STA.578+86.65 (9'RT) RWP 106 4 47 5
PV5-21 | SR 9 STA.597+87.05 (9'RT) TO STA.603+07.05 (9'RT) RWP 520 4 231 24
PV5-22 | SR 9 STA.603+15.05 (9'RT) TO STA.605+43.05 (9'RT) RWP 228 4 101 10
PV5-23 SR 9 STA.603+67.85 (9'LT) TO STA.604+33.85 (9'LT) RWP 66 4 29 3
PV5-24 | SR 9 STA.605+79.05 (3'RT) TO STA.606+19.05 (3'RT) LWP 40 4 18 2
PV5-25 | SR 9 STA.606+84.65 (3'RT) TO STA.612+29.65 (3'RT) LWP 545 4 242 25
PV5-26 | SR 9 STA.606+31.85 (9'LT) TO STA.607+29.85 (9'LT) RWP 98 4 44 4
PV5-27 | SR 9 STA.606+84.65 (9'RT) TO STA.612+79.65 (9'RT) RWP 596 4 265 27
PV5-28 | SR 9 STA.612+65.45 (9'RT) TO STA.615+85.45 (9'RT) RWP 320 4 142 15
PV6-29 | SR 9 STA.617+40.65 (9'LT) TO STA.617+95.65 (9'LT) RWP 55 4 24 3
PV6-30 | SR 9 STA.617+40.65 (9'RT) TO STA.622+75.65 (9'RT) RWP 535 4 238 24
PV6-31 | SR 9 STA.619+51.85 (9'LT) TO STA.620+36.85 (9'LT) RWP 85 4 38 4
PV6-32 | SR 9 STA.624+79.85 (9'LT) TO STA.627+84.85 (9'LT) RWP 305 4 136 14
PV6-33 SR 9 STA. 627+43.85 (3'RT) TO STA. 628+18.85 (3'RT) LWP 75 4 33 3
PV6-34 | SR 9 STA.627+43.85 (9'RT) TO STA.628+18.85 (9'RT) RWP 75 4 33 3
PV6-35 | SR 9 STA.629+02.25 (9'RT) TO STA.632+28.25 (9'RT) RWP 326 4 145 15
PV7-36 | SR 9 STA.632+19.05 (9'LT) TO STA.632+64.05 (9'LT) RWP 45 4 20 2
PV7-37 | SR 9 STA.634+83.05 (9'RT) TO STA.637+18.05 (9'RT) RWP 235 4 104 11
PV7-38 | SR 9 STA.634+83.05 (9'LT) TO STA.637+93.05 (9'LT) RWP 310 4 138 14
PV7-39 | SR 9 STA.643+80.65 (9'LT) TO STA.645+60.85 (9'LT) RWP 180 4 80 8
PV7-40 | SR 9 STA.644+33.45 (9'RT) TO STA.645+93.45 (9'RT) RWP 160 4 71 7
PV7-41 SR 9 STA.648+55.85 (9'LT) TO STA.649+30.85 (9'LT) RWP 75 4 33 3
PV7-42 SR 9 STA. 649+08.65 (9'RT) TO STA. 650+93.65 (9'RT) RWP 185 4 82 8
PV8-43 SR 9 STA.650+67.05 (9'LT) TO STA.652+87.05 (9'LT) RWP 220 4 98 10
PV8-44 | SR 9 STA.663+87.05 (9'LT) TO STA.664+97.05 (9'LT) RWP 110 4 49 5
PV8-45 SR 9 STA.663+87.05 (9'RT) TO STA.666+07.05 (9'RT) RWP 220 4 98 10
PV8-46 SR 9 STA.667+56.65 (9'RT) TO STA.672+18.65 (9'RT) RWP 462 4 205 21
PV8-47 SR 9 STA.671+79.05 (9'LT) TO STA.672+61.05 (9'LT) RWP 82 4 36 4
PV8-48 SR 9 STA.675+48.65 (9'RT) TO STA.675+52.65 (9'RT) RWP 4 4 2 1
PV9-49 SR 9 STA.679+71.05 (9'LT) TO STA.681+21.05 (9'LT) RWP 150 4 67 7
SHEET TOTALS: 4431 SY 454 TON

LIMITS OF PAVEMENT
REPAIR
SEE TABLE

|—' 0.30' OF

y 1 EXISTING
PAVEMENT

DETAIL A - PARTIAL DEPTH PAVEMENT REPAIR

NOT TO SCALE

NOTES:

1. ALL MATERIAL DEPTHS ARE COMPACTED DEPTHS
2. SEE PV SHEETS FOR ADDITIONAL INFORMATION

3. UNLESS OTHERWISE SPECIFIED, WIDTHS IS 40 INCHES
MIN.

4. OFFSETS ARE MEASURED TO THE CENTER OF THE
PAVEMENT REPAIR WIDTH

5. PAVEMENT REPAIR LOCATIONS AND QUANTIES
SHOWN ARE APPROXIMATE. FINAL LOCATIONS, LENGTHS,
AND WIDTH WILL BE MARKED BY THE CONTRACTOR
AND APPROVED BY THE ENGINEER

RWP
LWP

RIGHT WHEEL PATH
LEFT WHEEL PATH

LEGEND

PLANING BITUMINOUS PAVEMENT

HMA CL. 1/2 IN. PG 58H-22

PAVEMENT REPAIR EXCAVATION INCL. HAUL

HMA FOR PAVEMENT REPAIR CL.1/2 IN. PG 58H-22

CRUSHED SURFACING BASE COURSE

SICIOI0I0

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_ PS_PD.¢ign
TIME 1:28:29 PM Recion [ stae [ FED.AID PROJ.NO.

DATE 11/29/2022

PLOTTED BY baronap 10 |WASH

DESIGNED BY P.BARONA JOB NUMBER

ENTERED BY P.BARONA 22A034
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DATE
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SHEET

19

OF

50

SHEETS



huttong
Snapshot

huttong
Text Box
SEE SHEET CT1


FULL DEPTH PAVEMENT REPAIR LOCATION SCHEDULE

SHEET STATION (OFFSET) TO STATION (OFFSET) VHEEL | LENGTH)| WIRTH EXCAVATION. INGL HAUL |REPAIR ‘GLIaN PG 5oh-22| C BASE COURSE
QUANTITY (S.Y.) QUANTITY (TON) QUANTITY (TON)
PV2-F1 SR 9 STA.547+71.05 TO STA. 547+96.10 - 25 24 67 32 15
PV2-F2 SR 9 STA.550+87.85 TO STA. 551+12.90 - 25 24 67 32 15
PV4-F3 SR 9 STA.571+47.05 (9'RT) TO STA. 572+53.05 (9'RT) RWP 106 4 47 23 10
PV4-F4 SR 9 STA.574+11.05 (9'RT) TO STA. 575+19.05 (9'RT) RWP 108 4 48 23 10
SHEET TOTALS: 229 SY 110 TON 50 TON

LIMITS OF PAVEMENT
REPAIR

WIDTH VARIES

@ 0.35'

4.0' MINIMUM

SEE TABLE |—
1.20' OF
EXISTING
PAVEMENT

DETAIL B - FULL DEPTH PAVEMENT REPAIR

NOT TO SCALE

NOTES:

1. ALL MATERIAL DEPTHS ARE COMPACTED DEPTHS
2. SEE PV SHEETS FOR ADDITIONAL INFORMATION

3. UNLESS OTHERWISE SPECIFIED, WIDTHS IS 48 INCHES
MIN.

4. OFFSETS ARE MEASURED TO THE CENTER OF THE
PAVEMENT REPAIR WIDTH

5. PAVEMENT REPAIR LOCATIONS AND QUANTIES
SHOWN ARE APPROXIMATE. FINAL LOCATIONS, LENGTHS,
AND WIDTH WILL BE MARKED BY THE CONTRACTOR
AND APPROVED BY THE ENGINEER

LEGEND

QICIoI0I0

PLANING BITUMINOUS PAVEMENT

HMA CL. 1/2 IN. PG 58H-22
PAVEMENT REPAIR EXCAVATION INCL. HAUL

HMA FOR PAVEMENT REPAIR CL.1/2 IN. PG 58H-22

CRUSHED SURFACING BASE COURSE

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_ PS_PD.¢ign Plot 2
TIME 1:28:29 PM Reoon | SE | FED.AID PROJ.NO. A SR 9 Fyvo—
DATE 11/29/2022

PLOTTED BY baronap 10 |WASH v/ SR 528 TO 132ND ST NE VIC PD2
DESIGNED BY P.BARONA JOB NUMBER .

ENTERED BY P.BARONA 22A034 Washington State _ PAVING WITH EXCEPTIONS e
CHECKED BY G.HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. M.KAYANDA o PAVING DETAILS PLAN oo
REGIONAL ADM. B. NEILSEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX



huttong
Snapshot

huttong
Text Box
SEE SHEET CT1


PROFILED PLASTIC LINE
(LANE LINES)

SEE STANDARD PLAN M-20.20 AND M-20.30
TYPE D PLASTIC PAVEMENT MARKING MATERIAL,;
SEE STANDARD SPECIFICATION 9-34.2(4)

NORTHBOUND/SOUTHBOUND SR9

STA TO STA # LINES L.F.
464+28.65 503+36.05 1 3910
503+36.05 511+62.08 2 1800
511+62.08 (CL) 513+39.23 (CL) 2 400
513+39.23 (CL) 514+82.00 (3'LT) 2 310
513+39.23 (CL) 514+82.00 (7' RT) 2 310
514+82.00 (7' RT) 518+70.00 (11'RT) 1 400
514+82.00 (3'LT) 519+07.50 (44'LT) 1 420
519+28.70 (68'LT) 519+37.22 (299'LT) 1 240
519+37.22 (299'LT)| 519+30.34 (404'LT) 2 220
519+48.41 (404'LT)| 519+47.29 (299'LT) 2 210
519+47.29 (299'LT)| 519+70.93 (55'LT) 1 250
519+03.02 (54'RT) | 519+26.94 (301'RT) 1 250
519+26.94 (301'RT)| 519+27.45 (400'RT) 2 210
519+27.45 (400' RT)| 519+34.87 (301'RT) 2 210
519+34.87 (301' RT)| 519+46.32 (67'RT) 1 240
519+81.82 (44'RT) | 523+91.93 (5'RT) 1 420
520+04.15 (12'LT) 523+91.93 (4'LT) 1 400
523+91.93 (4'LT) 526+81.02 (CL) 2 220
523+91.93 (5'RT) 526+81.02 (CL) 2 210
526+81.02 537+15.25 2 1900
537+15.25 548+01.87 1 1160
548+01.87 550+43.82 1 250
550+43.82 560+91.25 1 950
560+91.25 577+80.85 2 3380
577+80.85 584+14.25 2 1270
597+87.05 604+20.85 2 1270
604+20.85 663+34.45 1 5910
663+34.45 672+32.05 2 1800
672+32.05 675+51.38 4 1270
676+54.45 678+65.45 4 840
678+65.65 680+76.85 2 420
680+76.85 686+04.65 1 530
TOTAL 31580

PROFILED PLASTIC LINE
(EDGE LINES)

SEE STANDARD PLAN M.20.20
TYPE D PLASTIC PAVEMENT MARKING MATERIAL;
SEE STANDARD SPECIFICATION 9-34.2(4)

PROFILED PLASTIC LINE
(WIDE LINES)

SEE STANDARD PLAN M.20.20
TYPE D PLASTIC PAVEMENT MARKING MATERIAL;
SEE STANDARD SPECIFICATION 9-34.2(4)

NORTHBOUND/SOUTHBOUND SR9
STA TO STA # LINES L.F.
515+39.74 (25'RT) | 518+71.84 (29'RT) 1 340
518+83.15 (58'RT) | 518+70.00 (11'RT) 1 50
518+70.00 (11'RT) | 519+07.50 (44'LT) 1 70
518+77.80 (60'LT) 519+28.70 (68'LT) 1 60
519+11.95 (67'LT) 519+19.01 (240'LT) 1 180
519+28.70 (68'LT) 519+90.49 (60'LT) 1 50
519+03.02 (54'RT) | 519+46.32 (67'RT) 1 50
519+46.32 (67'RT) | 519+94.51 (60'RT) 1 50
519+60.64 (67'RT) | 519+54.43 (241'RT) 1 180
519+81.82 (44'RT) | 520+04.15 (12'LT) 1 70
520+04.15 (12'LT) 519+90.49 (60'LT) 1 50
520+04.13 (26'LT) 523+41.31 (22'LT) 1 350
673+44.37 675+51.38 1 210
676+54.25 677+29.09 1 70
TOTAL 1780

RAISED PAVEMENT MARKERS
(EDGE LINES)

TYPE 2W SEE STANDARD PLAN M-20.30

NORTHBOUND/SOUTHBOUND SR9
STA TO STA # LINES L.F.
464+28.65 511+62.08 2 9610
511+62.08 (12' RT) | 518+71.84 (29'RT) 1 460
511+62.08 (12'LT) | 518+77.80 (60'LT) 1 760
519+11.92 (167'LT)| 519+30.34 (404'LT) 1 250
519+75.16 (99'LT) | 519+48.41 (404'LT) 1 310
519+03.02 (54' RT) | 519+24.85 (400'RT) 1 360
464+28.65 (96'RT) | 519+42.28 (400'RT) 1 370
520+15.85 (51'RT) | 524+97.38 (14'RT) 1 670
523+90.23 (40'LT) | 524+97.38 (21'LT) 1 400
526+81.02 548+01.87 2 4220
548+01.87 550+43.82 2 500
550+43.82 584+14.25 2 6550
597+87.05 675+51.38 2 15530
676+54.45 686+04.65 2 1900
TOTAL 41890
RAISED PAVEMENT MARKERS
(LANE LINES)
TYPE 2YY SEE STANDARD PLAN M-20.30
NORTHBOUND/SOUTHBOUND SR9
STA TO STA # LINES L.F. QUANTITY (HUN)
464+28.65 | 503+36.05 1 3910 0.5
503+36.05 | 511+62.08 2 1800 0.2
526+81.02 | 537+15.25 2 1900 0.2
537+15.25 | 550+43.82 1 1160 0.2
550+43.82 | 560+91.25 1 950 0.1
560+91.25 | 577+80.85 2 3380 0.4
577+80.85 | 584+14.25 2 1270 0.2
597+87.05 | 604+20.85 2 1270 0.2
604+20.85 | 663+34.45 1 5910 0.7
663+34.45 | 672+32.05 2 1800 0.2
672+32.05 | 675+51.38 4 1280 0.2
676+54.45 | 678+65.45 4 840 0.1
678+65.65 | 680+76.85 2 420 0.1
680+76.85 | 686+04.65 1 530 0.1
TOTAL 34

NORTHBOUND/SOUTHBOUND SR9

STA TO STA # LINES L.F. QUANTITY (HUN)
464+28.65 | 511+62.08 2 9610 1.2
526+81.02 | 550+43.82 2 4220 0.5
550+43.82 | 584+14.25 2 6550 0.8
597+87.05 | 675+51.38 2 15530 1.9
676+54.45 | 686+04.65 2 1900 0.2
TOTAL 4.6

NOTES:

1. ALL EXISTING PAVEMENT MARKINGS SHALL BE REFERENCED

BEFORE

PLANNING AND REPLACED TO MATCH EXISTING.

2. PAVEMENT MARKING QUANTITIES SHOWN ARE APPROXIMATE. FINAL
QUNATITIES WILL BE AS REFERENCED BY THE CONTRACTOR AND
APPROVED BY THE ENGINEER

Plot 1

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458 PS_PM.Hgn
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21
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PLASTIC CROSSWALK LINE

SEE STANDARD PLAN M-15.10-01

NORTHBOUND/SOUTHBOUND SR9
SHEET REF| STATION | OFFSET | RTLT SF.
PV2-17 |519+07.12 | 101' RT 64
PV2-9 | 519+29.61 | 104 LT 80
PV2-25 |519+4360 | 103’ RT 80
PV2-16 | 519+65.75 | 103 LT 64
PV2-27 |520+33.70 | 12 LT 80
PV2-26 | 520+34.00 | 36’ RT 64
TOTAL 288
PLASTIC YEILD LINE SYMBOLS
SEE STANDARD PLAN M-24.60-04
NORTHBOUND/SOUTHBOUND SR9
SHEET REF| STATION | OFFSET | RTLT SF.
PV2-34 | 518+64.41 | 33 RT 5
PV2-35 | 518+65.94 | 15' RT 4
PV2-7 | 519+04.76 | 72 LT 5
PV2-8 | 519+23.94 | 73 LT 4
PV2-36 | 519+51.85 | 71' RT 4
PV2-37 | 519+64.96 | 76’ RT 5
PV2-38 | 520+08.96 | 33' LT 5
PV2-39 | 520409.20 | 16’ LT 4
TOTAL 36

INLET PROTECTION

NORTHBOUND/SOUTHBOUND SR9
STATION SIDE
676+12.65 RIGHT

TOTAL INLET

PROTECTION = 1

PLASTIC TRAFFIC LETTERS

SEE STANDARD PLAN M-80.10-01 & M-80.30-00

NORTHBOUND/SOUTHBOUND SR9
SHEET REF| STATION | OFFSET RTILT
PV2-1 515+34.07 29' RT
PV2-4 517+88.68 11 RT
PV2-15 | 519+13.54 230 LT
PV2-12 | 519+24.72 148’ LT
PV2-20 | 519+49.22 150' RT
PV2-23 | 519+60.05 241 RT
PV2-30 | 520+91.54 12' LT
PV2-33 523+37.69 28' LT
TOTAL 32

PLASTIC TRAFFIC ARROWS

SEE STANDARD PLAN M-24.40-02

NORTHBOUND/SOUTHBOUND SR9
SHEET REF| STATION | OFFSET RTILT

PV2-2 515+46.54 30 RT
PV2-3 515+55.91 19' RT
PV2-5 518+08.06 11" RT
PV2-6 518+09.58 1 LT
PV2-13 519+13.14 210’ LT
PV2-10 519+26.21 130 LT
PV2-14 | 519+26.56 217 LT
PV2-11 519+39.51 132 LT
PV2-18 519+33.82 132 RT
PV2-21 519+47.31 221" RT
PV2-19 519+47.85 130° RT
PVv2-22 519+60.25 221 RT
PV2-29 520+71.46 11 LT
PV2-28 520+71.97 1 RT
PV2-31 523+18.04 30 LT
PV2-32 | 523+19.84 17 LT
PV10-1 673+48.46 18' RT
PV10-2 | 674+12.61 19' RT
PV10-3 | 674+76.17 20 RT
PV11-1 676+94.19 1 LT
PV11-2 | 677+43.13 2' LT

TOTAL 21

CENTERLINE RUMBLE STRIP

SEE STANDARD PLAN M-65.10-03

NORTHBOUND/SOUTHBOUND SR9

STA TO STA # LINES L.F. QUANTITY (MI)
464+28.85 | 511+08.85 1 4680 0.9
526+81.02 | 547+64.65 1 2000 0.4
551+40.85 | 584+00.85 1 3260 0.6
597+87.05 | 675+27.05 1 7740 1.5
676+54.65 | 686+04.85 1 950 0.2
TOTAL 3.5

RAISED PAVEMENT MARKERS
(WIDE LINES)

TYPE 2W SEE STANDARD PLAN M-20.40

NORTHBOUND/SOUTHBOUND SR9
STA TO STA # LINES L.F. QUANTITY (HUN)
673+44.37 | 675+51.38 1 210 0.1
676+54.25 | 677+29.09 1 80 0.1
TOTAL 0.2
NOTES:

1. ALL EXISTING PAVEMENT MARKINGS SHALL BE REFERENCED

PLANNING AND REPLACED TO MATCH EXISTING.

2. PAVEMENT MARKING QUANTITIES SHOWN ARE APPROXIMATE. FINAL
QUNATITIES WILL BE AS REFERENCED BY THE CONTRACTOR AND
APPROVED BY THE ENGINEER

BEFORE
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SIGN SPACING = X (1) MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
RURAL HIGHWAYS 6070 MPH 800 +- HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT _—
RURAL ROADS 45-55 MPH 500°+/- | lup TO 40 MPH[45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350' +/- 100 172 222 100 150 172 GENERAL NOTES
RURAL ROADS & URBAN ARTERIALS 55 30 MPH 200" +1- (2) 1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
RESIDENTAL & BUSINESS DISTRICTS SR 9 UNLESS OTHERWISE SPECIFIED.
- TRAVEL LANE
URBAN STREETS 25 MPH OR LESS 100+ (2) (MIN- 11") c‘ 2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE & | TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. EXISTING BUFFER 3' . EXISTING 12' LANE TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT SHOULDER (CLOSED) GUARDRAIL
ROADWAY CONDITIONS. VARIES 6-8 ' 3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
EDGE OF PAVEMENT —‘| SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE
LONGITUDINAL BUFFER SPACE - B N _ ‘ WORK ZONE - ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.
SPEED (MPH) [ 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70 V 4. MAINTAIN ACCESS TO DRIVEWAYS, HOUSES AND BUILDINGS ALONG THE LINE OF
WORK PER STANDARD SPECIFICATION 1-07.23(1).
LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730 | .
j 'T 5' T EDGE OF PAVEMENT 5 wORK MAY OCCUR ACROSS DRIVEWAY OR ACCESS BY ADDING A FLAGGER AND
- , _ _ HOLDING ACCESS TRAFFIC UP TO 15 MINUTES AND RESTRICTING TURNS INTO ACCESS
PCMS MA,;%'\\',';‘(J;ME SC,':,(‘CN,NE'-'(Z{;;',"" VARIES 5-7 Ext S1TING Exi S1TING Exi S1TING FROM MAINLINE. CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED.
1 2
MPH TAPER TANGENT RUMBLE RUMBLE RUMBLE
ONE LANE| PILOT STRIP STRIP STRIP 6. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED _
ROAD VEHIGLE 50-70 40 80 WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
3545 30 60 EXISTING RUMBLE STRIPS; STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN
AHEAD IN_USE SECTION A-A FOR EACH OF THE CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE
2.0 SEC 2.0 SEC 20-30 20 40 "MOTORCYCLE USE EXTREME CAUTION" SIGNS.
FIELD LOCATE 1.5 +/- 7.AVOID PLACING TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIPS WITHIN
MILES PRIOR TO HORIZONTAL CURVES, ADJUST SIGN SPACING IF NEEDED.USE ONE OF THE FOLLOWING
FIRST LANE CLOSURE RUMBLE STRIPS:
TAPER. 10 10 * PSS Roadquake 2 or 2F Temporary Portable Rumble Strip (Black)
* TrafFix Alert High Spped Rumble Strip (Black)
LOCATE PCMS PER 36" * OR SPACED PER
WSDOT STANDARD MANUFACTURER'S
SPEC. 1-10.3(3)C. 18" RECOMMENDATION
G20-4
SEE NOTE 7
® ,
ﬁ 7777777777777 _ m=
— \ L , 00U aa94a4aaa—-—— ; 77777777 ] I — %E
- éz v SR9_ ¥ ‘ % ‘ — = ——— L el . -
- = =3 N —
— e i S e 5" ; A7 ~ = = = il
— — — —_— 1 — — — -4 m
=1 . == == — R == = —— — — T = = = =t 17 Srmmees== e -— - q
| | | -—r«-so- | Ny EF 625101 g
Voo
T x T x ' x Imx = x 1 50' MIN. B R V=
A { g o~ N 100" MAX. ®> g
S N phy Pd S 6 DEVICE MIN. 2%
= = g = S =
SEE NOTE 5
NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
MP 19.50 TO MP 20.41 LEGEND
STA. 464+28.65 TO STA. 511+62.08 NOT TO SCALE
TRANSPORTABLE
/]  work zoNE M TH ATTENUATOR
/‘ FLAGGING STATION PILOT CAR

TEMPORARY PORTABLE

24" PORTABLE CHANGEABLE
36" PCMS MESSAGE SIGN ||| '(rSREI}ENSN\gTIES%)RUMBLE STRIP
18" WAIT FOR | 18"
G20-4 ® ® ® TRAFFIC SAFETY DRUMS
G25-101 (B/W) K CLASS B
W20-1 W20-4 W20-7B W23.-7 W20-7A W21-1701 CONSTRUCTION SIGN

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 1
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SIGN SPACING = X (1)
RURAL HIGHWAYS 60-70 MPH 800" +/- 36 24"
RURAL ROADS 45-55 MPH 500' +/-
" 18" WAIT FOR [ 18"
RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/-
G20-4
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2) G25-101 (B/W)
W20-4 W23-7 W20-7A W21-1701
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE r /,’ I /
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. / ;/ D I !
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT sl /‘/ J| |
ROADWAY CONDITIONS. ! /‘ 2 | ;l M !
;! ;! !
s . !
MAXIMUM CHANNELIZATION J" ) J' . l !
DEVICE SPACING (feet) PCMS s “ ¢
MPH TAPER | TANGENT 1 2 | \\ Vo \',7,| !
50-70 40 80 ONE LANE| PILOT v |:| |
3545 2 0 ROAD | VEHICLE \\\\ ool ,‘|-; :
- AHEAD | IN USE NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL AREELIE
20-30 20 40 TR |
2.0 SEC | 2.0 SEC WITH FLAGGERS AND PILOT CAR -SETUP 1A b | | \
\ ) | \
FIELD LOCATE 1.5 +/- W20-1 — &\ \‘\ !
MILES PRIOR TO MP 19.50 TO MP 20.41 NOT TO SCALE \ ® \\\\ \ |
FIRST LANE CLOSURE STA. 464+28.65 TO STA. 511+62.08 X A ! \\\ !
TAPER. W20-4 ———x&! \‘\\‘ \
LOCATE PCMS PER X | i 4 ,\\ |
WSDOT STANDARD g \ '
SPEC. 1-10.3(3)C. W20-7A B | \\ \ y p m
g I ' iy N I <
< ~ [} A RNV v i 8 & S
TR ran -
§ £ 8 - \
50'-100' , X X X
e S
S A B R R | R - /
T e —_— - —_—
gE — SR _||| _ el — = = — =
. & = T —=—a. =TT aemmmmmmmeal L '
8% Lr‘—__ & b 3 [ — = .-t T ~es E(
Solb IR . T — = = TP T L R D
i B B e T
So - T T T —_—— . ——m T Tt
S T T
! [+)]
50" MIN. 100 MAX.
6 DEVICE MIN.
G20-4
GENERAL NOTES /
1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND .
UNLESS OTHERWISE SPECIFIED. WG
L a W20-7A
LEGEND 2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE |
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT SR X
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS. 3 ) W20.78
77771  WORK zONE TRANSPORTABLE \ I
/ ATTENUATOR 3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES ! \\ Vol X
SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE ;\ li Vg
—— . i R D -4
./’ FLAGGING STATION =l PioT caR ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS | I‘ \\ y -\-\—‘—‘\ \, W20-4
4. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED 5 l ! \ \ | X
PORTABLE CHANGEABLE Il TEMPORARY PORTABLE WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE; ! l‘ e L W20-1
MESSAGE SIGN TRANSVERSE RUMBLE STRIP STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE ! I ,‘ \ IR
(SEE NOTE 6) CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE [ |i oy
EXTREME CAUTION" SIGNS. ! l*_‘. bood \; \
® ® ® TRAFFIC SAFETY DRUMS - |‘ |
5.SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS. | Iw \ ® |
K CLASS B e |i ]
CONSTRUCTION SIGN 6. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS. : ‘% ; /f |
i li , ! ! )
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ROADWAY CONDITIONS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

36"
18"

SIGN SPACING = X (1) MAXIMUM CHANNELIZATION

RURAL HIGHWAYS 60-70 MPH 800" +/- DEVICE SPACING (feet) PCMS
RURAL ROADS 45-55 MPH 500' +/- :gp;(') TAIOER TAN;ENT 1 2

‘ - ONE LANE| PILOT
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- 3545 30 60 ROAD VEHICLE
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTs ~ 29-30 MPH 200" +/- (2) 20-30 20 40 AHEAD IN_USE

2.0 SEC | 2.0 SEC

URBAN STREETS 25 MPH OR LESS  100'+/- (2)

FIELD LOCATE 1.5 +/-
MILES PRIOR TO
FIRST LANE CLOSURE
TAPER.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3. SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

4. MAINTAIN READY ACCESS TO DRIVEWAYS, HOUSES AND BUILDINGS ALONG THE
LINE OF WORK PER STANDARD SPECIFICATION 1-07.23(1).

5.WORK MAY OCCUR ACROSS DRIVEWAY OR ACCESS BY ADDING A FLAGGER AND
HOLDING ACCESS TRAFFIC UP TO 15 MINUTES AND RESTRICTING TURNS INTO ACCESS
FROM MAINLINE. CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED.

6. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE
EXTREME CAUTION" SIGNS.

7. AVOID PLACING TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIPS WITHIN
HORIZONTAL CURVES, ADJUST SIGN SPACING IF NEEDED.USE ONE OF THE FOLLOWING
RUMBLE STRIPS:

* PSS Roadquake 2 or 2F Temporary Portable Rumble Strip (Black)

* TrafFix Alert High Spped Rumble Strip (Black)

G20-4 50" MIN.
100" MAX.
_ 6 DEVICE MIN. o
- i:%
— 9 _§ SR9 ‘ ® 8 o —— ‘ ﬁé'
— S T =
T 1 = =Rl M= ———t——t =T == == =t —1 s{oTes T -] - Q
| | | T | > Fe25-101 g
T i
=) <) ~ o Ly >a
S 0§ § & 3 5
SEE NOTE 5
NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
WITH FLAGGERS AND PILOT CAR - SETUP 1B L EGEND
gFA.126322§%5Mr% zgﬂ. 511+62.08 NOT TO SCALE
/]  work zoNe BLTFE  AeNuator
/‘ FLAGGING STATION PILOT CAR

TEMPORARY PORTABLE

24" PORTABLE CHANGEABLE
W fohmes ais
18" WAIT FOR | 18"
® ® ® TRAFFIC SAFETY DRUMS
G20-4
G25-101 (B/W) K CLASS B
W20-1 W20-4 W20-7B W23.-7 W20-7A W21-1701 CONSTRUCTION SIGN
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| FIRST LANE CLOSURE
| TAPER.

SIGN SPACING = X (1) MAXIMUM CHANNELIZATION
RURAL HIGHWAYS 60-70 MPH 800 +- - 24" N e T
RURAL ROADS 45-55 MPH 500' +/- 18" WAIT FOR |18~ 50-70 0 80
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- 35-45 30 60
G20-4 -
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2) G25-101 (B/W) 20-30 20 40
W20-4 W23-7 W20-7A W21-1701
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE / I / PCMS
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. \ l '
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT J| l | 1 2
ROADWAY CONDITIONS. | f i ONE LANE| PILOT
MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R NB SR 9 ONE LANE’ TWO- WAY TRAFFIC CONTROL lml | II\RI-?E':% \IIEH:?SL:
— |z |
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT WITH FLAGGERS AND P"—OT CAR = SETUP 1B |._| | 2.0 SEC 2.0 SEC
9,900 TO 22,000 Ibs. 22,001+ Ibs. i|"’ | FIELD LOCATE 1.5 +/
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH g"?A_?éigzg%an% zg#. 511+62.08 NOT TO SCALE .|§| \ MILES PRIOR TO
100’ 172' 222' 100' 150" 172' l ® \

| |
LONGITUDINAL BUFFER SPACE = B W20-1 \\ \ \ IW%%‘(\)TTE s':_i'\'ggAPR%R
SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70 \ | SPEC. 1-10.3(3)C.
LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730 W20-4 \\\\\ \ \

55 B
o ~ (=}
oN N
S = ES
50" MIN. 100" MAX.
6 DEVICE MIN. | X X X
(aa)
(@]
%I—
=y
T
ez
<E(/J
=Suw
w
w
GENERAL NOTES
1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED.
2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE \
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT |
LEGEND TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS. | «
3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES R W20-78
m WORK ZONE TRANSPORTABLE SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE Nw
/] ATTENUATOR ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS. \ l A X
e Y 4. ROUNDABOUT FLAGGER STATIONS SHALL COORDINATE TO RELEASE TRAFFIC \ ‘ \\ !-\-\—‘— W20-4
./’ FLAGGING STATION por]el]  PILOT CAR ONLY IN THE DIRECTION OF THE SR 9 SINGLE LANE OR PILOT CAR MOVEMENT ! l IT (ARSI X
AFTER MAINLINE TRAFFIC HAS CLEARED.DO NOT BLOCK THE ROUNDABOUT. ! ! \ L \\\ !
PORTABLE CHANGEABLE m TEMPORARY PORTABLE : l} 1= L w201
MESSAGE SIGN TRANSVERSE RUMBLE 5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED ‘ I , \ @ |
STRIP (SEE NOTE 7) WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE; | lg |i b
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE ClE \J @ \~ !
® e @ TRAFFIC SAFETY DRUMS CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE PT |“ R
" () o
» CLASS B EXTREME CAUTION" SIGNS. : I_, |i f / h ;
CONSTRUCTION SIGN 6. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS. \% l,‘ ' /! /,’
' ' @l |
7. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS. vl C
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SIGN SPACING = X (1) PCMS
RURAL HIGHWAYS 60-70 MPH 800" +/- 1 2 24"
RURAL ROADS 45-55 MPH 500'+- | |ONE LANE| PILOT STOP |
RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/ ROAD | VEHICLE 18" || WAIT FOR |18
RURAL ROADS & URBAN ARTERIALS i ; AHEAD IN_USE ”‘ / ll l PILOT_CAR
RESIDENTAL & BUSINESS DISTRICTS ~ 22-30 MPH 200" +/-(2) 2.0 SEC | 2.0 SEC 3 /| | W20-7B 625101 (BIM) W214701
URBAN STREETS 25 MPH OR LESS _100°+-(2) | FIELD LOCATE 1.5 +- e /,Ig| )
| ’ =,
UINTERCHANGE RAMPS. AT-GRADE INTERSEGTIONS AND DRIVEWAYS [ FIRST LANE CLOSURE e TE
AT | TAPER. ! i T {IZ'.I 1 LONGITUDINAL BUFFER SPACE = B MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT ol w
) GADWAY CONDITIONS. v v s To O IE SPEED (MPH) | 20 | 25| 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70 HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
bv%%%TrESﬁ'CA%SDA%IIEDR Wl © Sm ! LENGTH (feet) | 115 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730 2,900 TO 22,000 Tos. 22,001 Bs.
\ E ! \ ee
S AXIMUN CHANNELIZATION SPEC. 1-10.3(3)C. R l : UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
DEVICE SPACING (feet) W20-1 — |l | 100" 172" 222" 100" 150" 172"
MPH TAPER | TANGENT « n b |
50-70 40 80 a0 AR 1| |
3545 30 60 o T \ |
20-30 20 40 X Vs \\‘\\ |
W20-7A —ﬁ‘: M \
SEE NOTE 4 D —
- e %)
R T T & mg
- . ey 7 P
-------------- ‘ e A =— SR 1o
—_— - e e D — *ﬁ —— > >
e e e ) NN —— ’L/ me
L o L @ e a —_— __ 4c
= B — i | SRS TN I S ——— Tz
— Lo --- -r- o
// - A‘kr/// ’V S_o‘ )
" '50' MIN. 100° MAX. ' ' !
SEE NOTE 4 X 56 DEVICE MIN. B R
Vi
\\\\ \\\\l\ e W20-7A
\\ \\‘\ ' \\\ X
! A @ |
! \\\\ ‘'w, o
I e W20-78
GENERAL NOTES b AR \\ N NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
\ | a
1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND i | | ‘-!\l_l_ W20-4 WITH FLAGGERS AND PILOT CAR -SETUP 2A
UNLESS OTHERWISE SPECIFIED. o I
.| i \, \ \S \ X MP 20.70 TO MP 21.10 NOT TO SCALE
2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE a | ‘*!IJ_;_ W20-1 STA.526+81.02 TO STA. 548+01.87
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT AT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS. vl ly o
! ool @
3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES |§|‘ T LEGEND
SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE HEN e
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS. | |g,|] / j / TRANSPORTABLE
4. ROUNDABOUT FLAGGER STATIONS SHALL COORDINATE TO RELEASE TRAFFIC : |§|/ | L ATTENUATOR
ONLY IN THE DIRECTION OF THE SR 9 SINGLE LANE OR PILOT CAR MOVEMENT J |I /
AFTER MAINLINE TRAFFIC HAS CLEARED.DO NOT BLOCK THE ROUNDABOUT. R | ol /‘ FLAGGING STATION E PILOT CAR
5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE; PR EADLE CHANGEABLE i TEMPORARY PORTABLE
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE SRRIP (SEE NOTE YT
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE
EXTREME CAUTION" SIGNS. ® ® ® TRAFFIC SAFETY DRUMS
6. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS. q CLASS B
CONSTRUCTION SIGN
7.SEE SHEET TC1 FOR TEMPORAY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 4
TIME 1:29:48 PM Recon [ 1w | FED.AID PROJ.NO. 2 SR 9 Fy——
DATE 11/29/2022
PLOTTED BY baronap 10 |wasH v/ SR 528 TO 132ND ST NE VIC TCS
DESIGNED BY  P. SCHNEIDER 308 NUER .
ENTERED BY _ P. SCHNEIDER Washington State PAVING WITH EXCEPTIONS 27
CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon gro
PROJ. ENGR. M. KAYANDA - I—
REGIONAL ADM. B. NIELSEN REVISION DATE BY P.E. STAMP BOX e P.E. STAMP BOX o TRAFFIC CONTROL PLAN SHEETS




(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER TANGENT
50-70 40 80
35-45 30 60
20-30 20 40
n
]
% ~
S
I w
8 T
Zw
=uw
L
7]

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND

UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE

SIGN SPACING = X (1) PCMS
RURAL HIGHWAYS 60-70 MPH 800" +/- 1 2
RURAL ROADS 45-55 MPH 500' +/- ONE LANE PILOT
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- ARF?Q% \IIEH{?SL:
RESDENTAL & BUSINESS DISTRICTS 2530 MPH 200" +F- (2) 20 SEC | 20 SEC
URBAN STREETS 25 MPH OR LESS 100" +/- (2) FIELD LOCATE 1.5 +/-

MILES PRIOR TO

FIRST LANE CLOSURE

TAPER.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

o —

24"

36"

18"

STOP
WAIT FOR | 18"
PILOT CAR

|
O Y Ye e Y eY w9 ay
o

NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL

WITH FLAGGERS AND PILOT CAR - SETUP 2A

MP 20.70 TO MP 21.10

TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

4. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.

STA. 526+81.02 TO STA. 548+01.87

G20-4
G25-101 (BIW)
W20-1 W20-4 W20-7B W23-7 W20-7A W21-1701
< [11]
by by ~ b hy
o M o o o
N N N N N
H s s = =
50' - 100' X | X | x | X | X |
TR
—— "‘Liliﬁu_ln_i% < e ——
' - n PILTI — =

T —

T2 Q @ e - A =

T T e = e e = e e et = — —

I 50' MIN. 100" MAX. 36"
6 DEVICE MIN.
18"
G20-4
NOT TO SCALE
LEGEND
TRANSPORTABLE
/" //  WORK ZONE BB ATrenuator
./‘ FLAGGING STATION PILOT CAR

TEMPORARY PORTABLE

5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED PCMS PORTABLE CHANGEABLE ] TRANSVERSE RUMBLE

WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE; MESSAGE SIGN STRIP (SEE NOTE 6)

STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE

CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE ® ® ® TRAFFIC SAFETY DRUMS

EXTREME CAUTION" SIGNS.

CLASS B

6. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS. K CONSTRUCTION SIGN
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 5
TIME 1:29:50 PM REGON | STATE FED.AID PROJ.NO. 2 SR 9 PLAN REF NO
DATE 11/29/2022
PrOTTED BY  baranan 10 [WASH v/ SR 528 TO 132ND ST NE VIC TC6
DESIGNED BY P. SCHNEIDER 308 NUMBER .
ENTERED BY  P.SCHNEIDER Washington State PAVING WITH EXCEPTIONS %
CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon OF
PROJ. ENGR. M. KAYANDA 50

REGIONAL ADM.

B. NIELSEN

REVISION

DATE BY

DATE

P.E. STAMP BOX

P.E. STAMP BOX

DATE

TRAFFIC CONTROL PLAN

SHEETS




ROADWAY CONDITIONS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER | TANGENT
50-70 40 80
35-45 30 60
20-30 20 40

SIGN SPACING = X (1) PCMS
RURAL HIGHWAYS 60-70 MPH 800" +/- 1 2
RURAL ROADS 45-55 MPH 500' +/- ONEOLANE PILgT
RURAL ROADS & URBAN ARTERIALS 5-40 MPH 50" +/- ROAD VEHICLE
RURAL ROADS & URBAN ARTERIALS ;5 30 MPH 200?1_/ AHEAD IN_USE
RESIDENTAL & BUSINESS DISTRICTS - -(2) 2.0 SEC 2.0 SEC
URBAN STREETS 25 MPH OR LESS 100' +/- (2) FIELD LOCATE 1.5 +/-

MILES PRIOR TO
FIRST LANE CLOSURE
TAPER.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

W20-1

W20-4

W20-7A

—_
®
I

l

|
e //‘fl ;'//

," ,’I () ‘;l i
INEELE
o |rl !
= 1
x \\‘ \\ \|| \
x A \‘3 \\
|

W20-1

24"

STOP
WAIT FOR | 18"
PILOT CAR

G25-101 (BIW)

36"
18"

G20-4

W20-4 W20-7B

W23-7 W20-7A

W21-1701

18"

50" MIN. 100" MAX.
6 DEVICE MIN.

W20-1
W20-4
W20-7B
W20-7A

W20-7B —
w23-7

80l 133HS 33S
INNMHOLVYIA

N \ W20-7A
\\\ \\\\\ \t\ «
\ |\ I| -
\\l |‘\\ “\‘!\\ W20-78
‘;l A% \\ Lol NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
' | PR |
b g W20 WITH FLAGGERS AND PILOT CAR -SETUP 2B
1 |\ \l 1 \
. || : . \\
GENERAL NOTES .| i \, : \S \ X MP 20.70 TO MP 21.10 NOT TO SCALE
:l [ W20-1 STA. 526+81.02 TO STA. 548+01.87
1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND : |4 i
UNLESS OTHERWISE SPECIFIED. NI b
| ' 1
I . f
2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE ' |&°l} | 2] LEGEND
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT ! |5'|Lr o
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS. : | ol | o ;
e 4 TRANSPORTABLE
3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES ; z|/ / p S/ WoRK zone ATTENUATOR
SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE K |’"|] / ;
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS. A N /‘ FLAGGING STATION =Rl PiLoT caR
4. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE; SENS PORTABLE CHANGEABLE I TEMPORARY PORTABLE
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE MESSAGE SIGN TRANSVERSE RUMBLE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE STRIP (SEE NOTE 6)
EXTREME CAUTION™ SIGNS. ® ® ® TRAFFIC SAFETY DRUMS
5.SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS. < CLASS B
6. SEE SHEET TC1 FOR TEMPORAY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS. CONSTRUCTION SIGN
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 20
TIME 1:29:52 PM Recow [ sa= | FED.AID PROJ.NO. Y SR 9 PLAN Rer No
DATE 11/29/2022
PLOTTED BY baronab 10 [WASH '7’ SR 528 TO 132ND ST NE VIC TC7
DESIGNED BY P. SCHNEIDER J0B NUMBER .
ENTERED BY P. SCHNEIDER 22A034 Washington State . PAVING WITH EXCEPTIONS S;ESET
CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon OF
PROJ. ENGR. M. KAYANDA DATE 2
REGIONAL ADM. B. NIELSEN REVISION

DATE

BY

P.E. STAMP BOX

—oE | TRAFFIC CONTROL PLAN

P.E. STAMP BOX

SHEETS




SIGN SPACING = X (1) PCMS MAXIMUM CHANNELIZATION
, DEVICE SPACING (feet) "
RURAL HIGHWAYS 60-70 MPH  800' +/- 3 2 24
, MPH TAPER | TANGENT
RURAL ROADS 45-55 MPH 500' +/- ONE LANE| PILOT 5070 20 80 STOP
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350' +/- ROAD VEHICLE 35.45 30 60 18" WAIT FOR [ 18"
RURAL ROADS & URBAN ARTERIALS AHEAD IN_USE - FILOT_CAR
25-30 MPH 200" +/- (2) 20-30 20 40 625101 (BIW
RESIDENTAL & BUSINESS DISTRICTS 2.0 SEC | 2.0 SEC WaTs (BIW)
URBAN STREETS 25 MPH OR LESS  100'+/- (2) FIELD LOCATE 1.5 +/- i W21-1701
MILES PRIOR TO
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. _'I:_L\RSJRLANE CLOSURE
B WAy conDITIoNS  (EDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
: LOCATE PCMS PER
SPEED (MPH) | 20 | 25 | 30| 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70 HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
‘évF’Sé)gﬁ'?J?(’;PCA-\RD LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730 9900 TO 22000 os. 22,001+ Tos.
(feet) UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
100’ 172' 222' 100’ 150" 172'
< m
D —— g ~ m L
s s s s s
50' MIN. 100' MAX.
| R . B 6 DEVICE MIN. _, X |x x|x|x|
: | Bl
wF- - — —— —— b e e e el — 1 | Ny | S N S P — e I VO V| ANV WY iy NS TPV E—" ¥ Sy P—" " —" (———— —_— I
z L [ — T S R G < SR (S S o L " g
Zh T . - e o s 8 ® —— — ——
w F % e == = o) pu—y - D TOT " ———
EI_JRJ_?__ 5 - _ . a : ___________________________7L_§2________é =
<((D - = F=—=r=—=f=-=q=- === =—=|== =—=f=—== L*;T;’*‘Y;’;’-’:Z:\’.’f;r;?: 77777777777777 713'_‘\":'71‘ —t— == =t ——t——t———t et —— — T =ttt —t— —t——t—— ——t——t——t
=w
u 11" MIN.
G20-4
GENERAL NOTES NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND WITH FLAGGERS AND PILOT CAR - SETUP 2B
UNLESS OTHERWISE SPECIFIED.
MP 20.70 TO MP 21.10 NOT TO SCALE
2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE STA. 526+81.02 TO STA. 548+01.87
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT LEGEND
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.
3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES 77 TRANSPORTABLE
SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE /A WORK zoNE ATTENUATOR
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.
- N
4.SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS. /‘ FLAGGING STATION ooy PiLOT CAR
TEMPORARY PORTABLE
5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED [PCMS] PORTABLE CHANGEABLE ]
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE; [pcws] MESSAGE SIGN ;%%S\(ISEES NoTE %I)'E
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE
EXTREME CAUTION" SIGNS. @ @ ® TRAFFIC SAFETY DRUMS
6. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS. K g'aﬁsssTR%CT,ON SIGN
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 21
TIME 1:29:54 PM RESON [ TATe | FED.AID PROJ.NO. 2 SR 9 Py —
DATE 11/29/2022
PLOTTED BY baronab 10 [WAsH '7 SR 528 TO 132ND ST NE VIC TC8
DESIGNED BY _ P. SCHNEIDER 108 NUWBER .
ENTERED BY P. SCHNEIDER Washington State _ PAVING WITH EXCEPTIONS s
CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. M. KAYANDA — B TRAFFIC CONTROL PLAN 20
REGIONAL ADM. B. NIELSEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




SIGN SPACING = X (1)

LONGITUDINAL BUFFER SPACE = B

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND

UNLESS OTHERWISE SPECIFIED.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

RURAL HIGHWAYS 60-70 MPH 800" +/- SPEED (MPH) | 20 | 25 | 30| 35| 40 | 45 | 50 | 55 | 60 | 65 | 70
RURAL ROADS 45-55 MPH 500" +/- LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-

RURAL ROADS & URBAN ARTERIALS o5 30 MpH 200" +i- (2) MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
RESIDENTAL & BUSINESS DISTRICTS HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
URBAN STREETS 25 MPH OR LESS 100" +/- (2) 9,900 TO 22,000 Ibs. 22,001+ Ibs.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE UP TO 40 MPH| 45-55 MPH | 60+ MPH JUP TO 40 MPH| 45-55 MPH | 60+ MPH
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. 100' 172" 299" 100" 150' 172"

PCMS

1

2

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER | TANGENT
50-70 40 80
35-45 30 60
20-30 20 40

ONE LANE
ROAD
AHEAD

PILOT
VEHICLE
IN USE

2.0 SEC

2.0 SEC

FIELD LOCATE 1.5 +/-
MILES PRIOR TO
FIRST LANE CLOSURE

TAPER.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.

4. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED

WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;

STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE

CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE EXTREME CAUTION" SIGNS.

5. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.
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NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL

X X | X | 50" MIN. 100 MAX |
6 DEVICE MIN.
m ~ <
~ A ~
o (2] o
N N
s == £

A

WITH FLAGGERS AND PILOT CAR -SETUP 3A LEGEND

MP 21.15 TO MP 21.77 NOT TO SCALE

STA. 550+43.82 TO STA. 584+14.25 m WORK ZONE Z??Eﬁgg?géBLE

/‘ FLAGGING STATION [flor[+]]  PILOT CcAR
PORTABLE CHANGEABLE TEMPORARY PORTABLE
Il reansvense sunete
18"
G20-4 ® ® ® TRAFFIC SAFETY DRUMS
G25-101 (B/W) CLASS B
W20-1 W20-4 -
w237 W21-1701 K CONSTRUCTION SIGN

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 6
TIME 1:29:57 PM Recon [ 1w | FED.AID PROJ.NO. 2 SR 9 Fy——
DATE 11/29/2022
PLOTTED BY barona 10 [WASH '7’ SR 528 TO 132ND ST NE VIC TC9
DESIGNED BY P.SCHNEIDER J0B NUMBER .
ENTERED BY  P.SCHNEIDER Washington State . PAVING WITH EXCEPTIONS SH3E1ET
CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. M. KAYANDA 50
REGIONAL ADM. B. NIELSEN REVISION DATE BY P.E.STAMP BOX oA P.E.STAMP BOX PATE TRAFFIC CONTROL PLAN SHEETS




GENERAL NOTES

G20-4

I | | -

! 3“ ¥ W20-7A
Ilgﬂ I— X W20-4
e

SIGN SPACING = X (1) PCMS
RURAL HIGHWAYS 60-70 MPH 800' +/- 1 2 - 24"
RURAL ROADS 45-55 MPH 500'+/- | |ONE LANE( PILOT 18 wﬂorﬁn 18
. ROAD VEHICLE " }
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- AHEAD IN USE PILOT CAR
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS ~ 29-30 MPH 200" +/- (2) 2.0 SEC | 2.0 SEC WoSTA G25-101 (BIW)
URBAN STREETS 25 MPH OR LESS  100'+/- (2) | FIELD LOCATE 1.5 +/- w21-1701
MILES PRIOR TO
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE FIRST LANE CLOSURE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. TAPER.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS. LOCATE PCMS PER
WSDOT STANDARD
MAXIMUM CHANNELIZATION SPEC. 1-10.3(3)C. C
DEVICE SPACING (feet) UL
MPH | TAPER | TANGENT e
50-70 40 80 -y o ”§;
35.45 30 60 " ;‘] ”;:
20-30 20 40 LG
W20-4 O
i |
W20-7A —3;[ J, | < B -
< m \ o o o o
g ~ g o 8§ § § 8§
S 3 3 Do s = = =
50' -100° 2 2 2 /
e ]
) | i |
(&)
wel e SRR R M it oo W
e | A ;W <0 0
] — B =
S w ‘o B T T T T T T T T —— - —— e
w
w
100' MAX
6 DEVICE MIN.
18"

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED. LEGEND
2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE -
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT NB SR 9 ONE LANE’ TWO- WAY TRAFFIC CONTROL 7]  WORK zONE TRANSPORTABLE
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS. WITH FLAGGERS AND PILOT CAR -SETUP 3A ATTENUATOR
3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES 7 P
SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE A T M 2T caartazs NOT TO SCALE /‘ FLAGGING STATION mrfel)  PILOT CAR
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS. . . : .

PCWS PORTABLE CHANGEABLE Il TRANSVERSE RUMBLE
4. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED MESSAGE SIGN STRIP (SEE NOTE 5)
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE © e TRAFFIC SAFETY DRUMS
USE EXTREME CAUTION" SIGNS. q CLASS B
5.SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS. CONSTRUCTION SIGN
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 7
TIME 1:29:59 PM RESON | STATE FED.AID PROJ.NO. 2 SR 9 PLAN REF NO
DATE 11/29/2022
PLOTTED BY baronap 10 |WASH '7 SR 528 TO 132ND ST NE VIC TC10

JOB NUMBER

ENTERED BY P SCHNEIDER Washington State PAVING WITH EXCEPTIONS £
CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportation gro
PROJ. ENGR. M. KAYANDA
REGIONAL ADM. B. NIELSEN REVISION DATE BY P.E.STAMP BOX oA P.E.STAMP BOX PATE TRAFFIC CONTROL PLAN SHEETS




SIGN SPACING = X (1)

RURAL HIGHWAYS 60-70 MPH 800" +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .

RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100' +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

MAXIMUM CHANNELIZATION

DEVICE SPACING (feet) ; PCMS 5
MPH | TAPER [TANGENT | |t
50-70 40 80 ROAD | VEHICLE
35-45 30 60 AHEAD | IN USE
20-30 20 40 2.0 SEC | 2.0 SEC

FIELD LOCATE 1.5 +/-
MILES PRIOR TO
FIRST LANE CLOSURE
TAPER.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

36"

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND

UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.

4. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE EXTREME CAUTION" SIGNS.

5. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.

50' MIN. 100' MAX o
| 6 DEVICE MIN. | m
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NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
WITH FLAGGERS AND PILOT CAR -SETUP 3B LEGEND
MP 21.15 TO MP 21.77 NOT TO SCALE
STA. 550+43.82 TO STA. 584+14.25 m WORK ZONE .‘E Z??Eﬁgg?géBLE
/‘ FLAGGING STATION PILOT CAR
24" TEMPORARY PORTABLE
PORTABLE CHANGEABLE
36" PCMS MESSAGE SIGN i g?g{;‘,s‘(’gggENg#’E""%E
18"
G20-4 ® ® ® TRAFFIC SAFETY DRUMS
G25-101 (B/W) CLASS B
W20-1 W20-4 W20-7B - W20-7A
w237 W21-1701 K CONSTRUCTION SIGN
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 22
TIME 1:30:02 PM REGION | sTATE FED.AID PROJ.NO. A SR 9 PLAN REF NO
DATE 11/29/2022
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DESIGNED BY P. SCHNEIDER 308 NUMBER .
ENTERED BY P. SCHNEIDER Washington State _ PAVING WITH EXCEPTIONS .y
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GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND

UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3. SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES NB SR 9 ONE LANE, TWO' WAY TRAFFIC CONTROL

SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

4. ROUNDABOUT FLAGGER STATIONS SHALL COORDINATE TO RELEASE TRAFFIC
ONLY IN THE DIRECTION OF THE SR 9 SINGLE LANE OR PILOT CAR MOVEMENT

WITH FLAGGERS AND PILOT CAR - SETUP 3B

AFTER MAINLINE TRAFFIC HAS CLEARED.DO NOT BLOCK THE ROUNDABOUT.

5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE

USE EXTREME CAUTION" SIGNS.

6. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.

MP 21.15 TO MP 21.77
STA. 550+43.82 TO STA. 584+14.25

NOT TO SCALE

SIGN SPACING = X (1) MAXIMUM CHANNELIZATION
RURAL HIGHWAYS 60-70 MPH 800" +/ DEVICE SPACING (feet PCMS
-7 - MPH TAPER TANGENT 1 2 24"
RURAL ROADS 45-55 MPH 500'+- | 5070 20 80 ONE LANE| PiLOT - STOF
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- 35-45 30 60 ROAD VEHICLE WAIT FOR | 18"
RURAL ROADS & URBAN ARTERIALS L 20-30 20 40 AHEAD IN USE
RESIDENTAL & BUSINESS DISTRICTS ~ 2°-30 MPH 200" +/- (2) 20 SEC | 2.0 SEC GZISL?(L Esltv)
URBAN STREETS 25 MPH OR LESS 100" +/- (2) FIELD LOCATE 1.5 +/- W20-1 W20-4 W20-7B W23-7 W20-7A W21-1701
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE MILES PRIOR TO
iINTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. FIRST LANE CLOSURE
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT TAPER.
ROADWAY CONDITIONS.
LOCATE PCMS PER
MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R ‘évpsEDco-!;_.lS(;r?(';)'éARD
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT | , o
9,900 TO 22,000 Ibs. 22.001+ Ibs. L
UP TO 40 MPH| 45-55 MPH | 60+ MPH JuP TO 40 MPH| 45-55 MPH | 60+ MPH a H§|'
100 172 222 100 150 172" W20-1 I
| o
LONGITUDINAL BUFFER SPACE = B oot ! I] ::;
SPEED (MPH) | 20 [ 25 ] 30 [ 35 [ 40| 4550 ] 55 ] 60 | 65 | 70 ) :‘I 'mr?
LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730 | J, 1 < m
W20-7A A N S
ﬁ E c =3 =3 o =)
1 N N N N N
g g s £ g £
S S
50' MIN. 100° MAX. ‘ ‘
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LEGEND

WORK ZONE

FLAGGING STATION

PORTABLE CHANGEABLE
MESSAGE SIGN

TRAFFIC SAFETY DRUMS

CLASS B
CONSTRUCTION SIGN

[pior [+

"I TEMPORARY PORTABLE
TRANSVERSE RUMBLE
STRIP (SEE NOTE 6)

TRANSPORTABLE
ATTENUATOR

PILOT CAR

FILE NAME

T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458 PS_TC.

TIME

1:30:04 PM

DATE

11/29/2022

REGION
NO.

STATE

PLOTTED BY

baronap

10

WASH

DESIGNED BY

P. SCHNEIDER

ENTERED BY

P. SCHNEIDER

JOB NUMBER

FED.AID PROJ.NO.

CHECKED BY

G. HUTTON

PROJ. ENGR.

M. KAYANDA

REGIONAL ADM.

B. NIELSEN

REVISION

DATE BY

CONTRACT NO.

LOCATION NO.

gn

DATE
P.E. STAMP BOX

P.E. STAMP BOX

DATE

A

7/

Washington State

Department of Transportation

SR 528 TO

SR 9
132ND ST NE VIC

PAVING WITH EXCEPTIONS

Plot 23

PLAN REF NO

TC12

TRAFFIC

CONTROL PLAN

SHEET

34

OF

50

SHEETS




GENERAL NOTES

SIGN SPACING = X (1) MAXIMUM CHANNELIZATION MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
EURAL HIGHWAYS 5070 MPH 300 4/ DEVICE SPACING (feet) HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT :J'NAl_IELSSSIg':'fIEgmls_IE gSEI(E:IFIi\EDBLACK LEGEND ON AN ORANGE BACKGROUND
, MPH [ TAPER [ TANGENT 9,900 TO 22,000 Ibs. 22,001+ Ibs. :
RURAL ROADS 45-55 MPH S00°+/- 50-70 40 80 UP TO 40 MPH[ 45-55 MPH | 60+ MPH [UP TO 40 MPH[ 45-55 MPH | 60+ MPH
, - - + - + 2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/- 3545 30 60 00 17> 227 100 150 7 TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
RURAL ROADS & URBAN ARTERIALS 55 30 MpH  200' +- (2) 2030 20 20 TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.
RESIDENTAL & BUSINESS DISTRICTS e
. = 3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
URBAN STREETS 25 MPH OR LESS 100" +/- (2) SPEED (MPH) | 20| 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70 SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE Con ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. ! l H ‘; LENGTH (feet) | 115 | 155|200 250 305 | 360 | 425 | 495 | 570] 645 | 730
! | 4. ROUNDABOUT FLAGGER STATIONS SHALL COORDINATE TO RELEASE TRAFFIC
B Sy o Y oot REDUCED IN URBAN AREAS TO FIT ! ‘ ONLY IN THE DIRECTION OF THE SR 9 SINGLE LANE OR PILOT CAR MOVEMENT
; ’ H ‘J AFTER MAINLINE TRAFFIC HAS CLEARED.DO NOT BLOCK THE ROUNDABOUT.
PCNIS W 5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
! Z| WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
1 2 ! &) STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
ONE LANE| PiLOT w20-1 ,xl H - ‘; CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE
X : £l EXTREME CAUTION" SIGNS.
ROAD | VEHICLE ; / I 8
AHEAD | IN USE W20-4 ; ‘1 6. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.
2.0 SEC | 2.0 SEC ! ’ 1
; l: 7.SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.
FIELD LOCATE 1.5 +- X \ [ \
MILES PRIOR 10 waoa \\ NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL

FIRST LANE CLOSURE
TAPER.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

WITH FLAGGERS AND PILOT CAR - SETUP 4A

MP 22.03 TO MP 23.70
STA. 597+87.05 TO STA. 686+04.65

36"

NOT TO SCALE

SEE NOTE 4
18"
,,,,,,,,,,,,,,,, _ — S~ T /////://// = %)
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50' MIN. B R
X X X 100" MAX.
6 DEVICE MIN.
iy a R N 3 DEVICE MIN. @ N <
N ~ o o =y «Q o
I I [l I
S S S s 1 s S 2
W20-7A
X
W20-4 LEGEND
X
W20-1 TRANSPORTABLE
V1  woRrk zoNE ATTENUATOR
/’ FLAGGING STATION PILOT CAR
PORTABLE CHANGEABLE TEMPORARY PORTABLE
" PCMS ||| TRANSVERSE RUMBLE
24 MESSAGE SIGN STRIP (SEE NOTE 7)
STOP
18" WAIT FOR[18" ® ® ® TRAFFIC SAFETY DRUMS
PILOT CAR CLASS B
G25-101 (B/W) K CONSTRUCTION SIGN
W20-1 w23-7 W21-1701
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 24
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SIGN SPACING = X (1)

RURAL HIGHWAYS 60-70 MPH 800" +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .

RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

ROADWAY CONDITIONS.

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

4. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.
5.WORK MAY OCCUR ACROSS DRIVEWAY OR ACCESS BY ADDING A FLAGGER AND

HOLDING ACCESS TRAFFIC UP TO 15 MINUTES AND RESTRICTING TURNS INTO ACCESS
FROM MAINLINE. CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED.

6. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE
EXTREME CAUTION" SIGNS.

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER | TANGENT
50-70 40 80
35-45 30 60
20-30 20 40
O
-
Su
7
=
w
wn

-~ =3 // T
El’ . /!—G25-101
=

' < /
s

W=

>a

S
SEE NOTE 5

SLOl 133HS 33S
IANIMHOLVYIN

NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL LEGEND
MP 22.03 TO MP 23.70 NOT TO SCALE TRANSPORTABLE
STA. 597+87.05 TO STA. 686+04.65 /A woRk zone ATTENUATOR
/‘ FLAGGING STATION [rlr[¢]H  PILOT CAR
24" PORTABLE CHANGEABLE
36" MESSAGE SIGN
18" 18"
WAIT FOR ® ® ® TRAFFIC SAFETY DRUMS
G20-4
G25-101 (B/W) K CLASS B
W20-1 W20-4 W20-7B W20-7A W21-1701 CONSTRUCTION SIGN
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 25
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SIGN SPACING = X (1) MAXIMUM CHANNELIZATION
RURAL HIGHWAYS 60-70 MPH 800" +/- DEVICE SPACING (feet)
RURAL ROADS 45-55 MPH 500" +/- MPH | TAPER | TANGENT
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- 22_4712 :8 28
RURAL ROADS & URBAN ARTERIALS . .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2) 20-30 20 40
URBAN STREETS 25 MPH OR LESS 100" +/- (2) W20-1 W20 W20.78
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE ) -4 -7
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

W20-7A

24"

STOP
WAIT FOR J18"
PILOT_CAR

G25-101 (BIW)

36"

i

G20-4

W21-1701

G25-101
x/sEE NOTE 4

3 DEVICE MIN.

TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

77777 @
777777777777777 e — <
g| srR 9 - — e
Wl e
Z
Jw
Tuw = Ny - z— -
E% ~ g A A A A N et
b
Wb T T o
w
N
\ oy SEE NOTE 4
. \ / SEE NOTE 5
) H T/( 50'-100°
' J WI G250
=
H ——] W20-7A
| w |
GENERAL NOTES | f“ X
s 1 W20-4
1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND 'z H ‘1
UNLESS OTHERWISE SPECIFIED. el x
2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE P W20-1

0LOl 133HS 33S
ININMHOLVYIN

LEGEND

3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES

SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE

ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS. NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL 7777 WoRk zonE TRANSPORTABLE

- ATTENUATOR

4.ALL CROSS STREET FLAGGER STATIONS SHALL COORDINATE TO RELEASE TRAFFIC WITH FLAGGERS AND PILOT CAR - SETUP 4A

ONLY IN THE DIRECTION OF THE SR 9 SINGLE LANE OR PILOT CAR MOVEMENT AFTER A,

MAINLINE TRAFFIC HAS CLEARED.ALLOW TURNS ONLY IN THE SAME DIRECTION AS THE 32ND S SECTIO NOT TO SCALE FLAGGING STATION PILOT CAR

MAINLINE TRAFFIC. OPPOSING TURN MOVEMENTS SHALL BE HELD UNTIL THE NEXT CYCLE.

PORTABLE CHANGEABLE

5.WORK MAY OCCUR ACROSS INTERSECTING ROADWAY APPROACH (ON SAME SIDE AS PCMS MESSAGE SIGN

LANE CLOSURE) BY HOLIDNG ACCESS TRAFFIC UP TO 15 MINUTES RESTRICTING TURNS

FROM MAINLINE. CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED. o ® TRAFFIC SAFETY DRUMS

6. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED

WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE; 2 CLASS B TION SIGN

STEEL PLATES OR LOOSE GRAVEL OR SOILS.SPECIFIC SIGN FOR EACH OF THE

CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE EXTREME CAUTION" SIGNS.
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 26
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SIGN SPACING = X (1)

PCMS

RURAL HIGHWAYS 60-70 MPH 800" +/- 1 2
RURAL ROADS 45-55 MPH 500'+/- [ |ONE LANE| PILOT 36 i
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- ROAD VEHICLE STOP
AHEAD IN USE 18" WAIT FOR [18"
RURAL ROADS & URBAN ARTERIALS '
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2) 2.0 SEC 2.0 SEC 6204 G:LL?(L ((:BAI?N)
URBAN STREETS 25 MPH OR LESS  100'+/- (2 FIELD LOCATE 1.5 +- - - K g ’
(2) MILES PRIOR TO W20-1 W20-4 W20-7B W23.-7 W20-7A W21-1701
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE FIRST LANE CLOSURE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. TAPER.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS. LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.
MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER | TANGENT
50-70 40 80
35-45 30 60
20-30 20 40
< m
N N ~
& P4 &
s s s
3 @bt
-
i
2w
EI.IJ
w
w
36"
100' MAX. 18"
6 DEVICE MIN.
G20-4
NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
STA 2738705 To “STA. 686+04.65 NOT TO SCALE
. +3/7. . +04.
GENERAL NOTES
1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED.
LEGEND

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

\

WORK ZONE

FLAGGING STATION

TRANSPORTABLE
ATTENUATOR

PILOT CAR

4.SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS. PORTABLE CHANGEABLE m TEMPORARY PORTABLE
PCMS MESSAGE SIGN TRANSVERSE RUMBLE

5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED STRIP (SEE NOTE €)

WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;

STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE ® ® ® TRAFFIC SAFETY DRUMS

CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE

EXTREME CAUTION" SIGNS. K g‘éﬁfésmﬁcnon SIGN

6. SEE SHEET TC1 OR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 27
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SIGN SPACING = X (1)

RURAL HIGHWAYS 60-70 MPH 800" +/- e
RURAL ROADS 45-55 MPH 500" +/- 36" SToP
RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/- 18" WAIT FOR | 18"
RURAL ROADS & URBAN ARTERIALS - \ PILOT _CAR
RESIDENTAL & BUSINESS DISTRICTS ~ 2°-30 MPH 200" +/- (2) ’ ‘; 625.101 (BIW)
URBAN STREETS 25 MPH OR LESS 100" +/- (2) | W20-1 W20-4 W20-7B W23-7 W20-7A W21-1701
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE | , H ‘
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. | !
2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT J !
(I)QOADWAY CONDITIONS. ! I “ ‘ MAXIMUM CHANNELIZATION
j ! DEVICE SPACING (feet)
PCMS ; / H ‘ MPH [ TAPER | TANGENT
y 2 W20-1 ‘;‘/ H ‘ 50-70 40 80 SB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
' ! 35-45 30 60
ONE LANE| PILOT X ! | WITH FLAGGERS AND PILOT CAR - SETUP 4B
ROAD VEHICLE : / J ’1 20-30 20 40
AHEAD IN USE W20-4 7o 1‘ MP 22.03 TO MP 23.70 NOT TO SCALE
20 SEC | 2.0 SEC ! / l STA.597+87.05 TO STA. 686+04.65
. - X | \
FIELD LOCATE 1.5 +/- | |
MILES PRIOR TO W20-7A — |
FIRST LANE CLOSURE ! \
TAPER. / \
’, \ 36"
LOCATE PCMS PER ; / - \ 18"
WSDOT STANDARD |
SPEC. 1-10.3(3)C.
50' - 100'
100' MAX.
6 DEVICE MIN.
SR [N S— et e I P
—— | = T T . m =
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W20-7A GENERAL NOTES
X 1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
W20-4 UNLESS OTHERWISE SPECIFIED.
LEGEND X 2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
W20-1 TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.
77777  WoRrk zoNE TRANSPORTABLE
ATTENUATOR 3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE
/‘ FLAGGING STATION PILOT CAR ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.
TEMPORARY PORTABLE 4..MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
PCMS PORTABLE CHANGEABLE ] TRANSVERSE RUMBLE WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
MESSAGE SIGN STRIP (SEE NOTE 6) STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE
® ® ® TRAFFIC SAFETY DRUMS EXTREME CAUTION" SIGNS.
Y CLASS B 5.SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.
CONSTRUCTION SIGN 6. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptfleg\RPSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign
TIME 1:30:15 PM Recon [ 1w | FED.AID PROJ.NO. 2 SR 9 Fy——
DATE 11/29/2022
PLOTTED BY baronap 10 |WASH v/ SR 528 TO 132ND ST NE VIC TC17
JOB NUMBER
ERTERED BY P SCHNEIDER Washington State PAVING WITH EXCEPTIONS ey
CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportation oF
50
PROJ. ENGR. M. KAYANDA
REGIONAL ADM. B. NIELSEN REVISION DATE BY P.E. STAMP BOX oA P.E. STAMP BOX AT TRAFFIC CONTROL PLAN SHEETS




SIGN SPACING = X (1)

24"

36"

STOP
WAIT FOR 18"
PILOT CAR

RURAL HIGHWAYS 60-70 MPH 800' +/- -
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER TANGENT
50-70 40 80
35-45 30 60
20-30 20 40
~
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GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE

TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT

TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3. SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES

SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE

ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.
4. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.

5.WORK MAY OCCUR ACROSS DRIVEWAY OR ACCESS BY ADDING A FLAGGER AND

HOLDING ACCESS TRAFFIC UP TO 15 MINUTES AND RESTRICTING TURNS INTO ACCESS

FROM MAINLINE. CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED.

6. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED

WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;

STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE

EXTREME CAUTION" SIGNS.

WITH FLAGGERS AND PILOT CAR - SETUP 4B

MP 22.03 TO MP 23.70
STA. 597+87.05 TO STA. 686+04.65

G20-4
G25-101 (B/IW)
W20-1 W20-4 W20-7B W20-7A W21-1701
<
=
W=
>0
3
G25-10 . o ~
B Y </ 4
—————— e T e i mz
= - = = = ES é s *%g
—_ ] = & SR 9 —=— - 'EE
“*\\\,\_\\\\;\\3
SB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
LEGEND
NOT TO SCALE /| work zonE ATTENUATOR.
'/‘ FLAGGING STATION ¢ PILOT CAR
PRSI osaaLe
® ® ® TRAFFIC SAFETY DRUMS
W CLASS B

CONSTRUCTION SIGN

FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 13
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W21-1701

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

4. ALL CROSS STREET FLAGGER STATIONS SHALL COORDINATE TO RELEASE TRAFFIC
ONLY IN THE DIRECTION OF THE SR 9 SINGLE LANE OR PILOT CAR MOVEMENT
AFTER MAINLINE TRAFFIC HAS CLEARED.ALLOW TURNS ONLY IN THE SAME DIRECTION
AS THE MAINLINE TRAFFIC. OPPOSING TURN MOVEMENTS SHALL BE HELD

UNTIL THE NEXT CYCLE.

5.WORK MAY OCCUR ACROSS INTERSECTING ROADWAY APPROACH (ON SAME SIDE AS
LANE CLOSURE) BY HOLIDNG ACCESS TRAFFIC UP TO 15 MINUTES RESTRICTING TURNS
FROM MAINLINE. CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED.

6. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE

CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE EXTREME CAUTION" SIGNS.

SB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
WITH FLAGGERS AND PILOT CAR - SETUP 4B

132ND ST NE

|

L

X

| X

W20-7A

W20-4

W20-1

T G25-101

SIGN SPACING = X (1) MAXIMUM CHANNELIZATION
= ORAL FIGHWAY , DEVICE SPACING (feet)
U G S 60-70 MPH 800" +/- MPH TAPER | TANGENT
RURAL ROADS 45-55 MPH 500' +/- =0.70 40 80 24
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- 35-45 30 60 >
RURAL ROADS & URBAN ARTERIALS . i 2 4 -18" WAIT FOR | 18"
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2) 20-30 0 0 G20-4
URBAN STREETS 25 MPH OR LESS 100" +/- (2) W20-1 W20 W20.7B W20.7A G25-101 (B/W)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE ) -4 -7 -7
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
G25-101
x/S»EE NOTE 4
i SEE NOTE 5
3 DEVICE MIN.
D =
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132ND ST NE INTERSECTION

NOT TO SCALE

® ® ®

LEGEND

WORK ZONE

FLAGGING STATION

=B

PILOT CAR

PORTABLE CHANGEABLE
MESSAGE SIGN

TRAFFIC SAFETY DRUMS

CLASS B
CONSTRUCTION SIGN

TRANSPORTABLE
ATTENUATOR

FILE NAME
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SIGN SPACING = X (1)

LONGITUDINAL BUFFER SPACE = B

RURAL HIGHWAYS 60-70 MPH 800" +/- SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65 | 70 GENERAL NOTES
RURAL ROADS 45-55 MPH 500" +/- LENGTH (feet) | 115 | 155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730
RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/- :JN"}_IELS 5'3’#552%5% géggufl\E DBLACK LEGEND ON AN ORANGE BACKGROUND
RURAL ROADS & URBAN ARTERIALS 55 3 MPH  200' +)- (2) MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R '
RESIDENTAL & BUSINESS DISTRICTS HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT 2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
URBAN STREETS 25 MPH OR LESS 100" +/- (2) 9,900 TO 22,000 Ibs. 22,001+ lbs. TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.
(Z')NTTEI'ZC:’;:(?EGRA“’;":? SE‘GRF;’;'TJ'ECQT'IE:SE%{&“SA:E‘ES DTRC')VEF‘I’¥AYS- 100 172 222 100 150 172 3.SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILLS.
ROADWAY CONDITIONS. 4. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
MAXIMUM - CHANNELIZATION PCMS CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE EXTREME CAUTION" SIGNS.
DEVICE SPACING (feet) y 3
MPH TAPER | TANGENT o o 5.SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.
5070 0 30 NE LANE| PILOT
ROAD VEHICLE
35-45 30 60 AHEAD IN USE
20-30 20 40 2.0 SEC | 2.0 SEC
FIELD LOCATE 1.5 +-
MILES PRIOR TO
FIRST LANE CLOSURE
TAPER.
LOCATE PCMS PER < @
WSDOT STANDARD N iy N b <
SPEC. 1-10.3(3)C. § g § § §
50" MIN. 100' MAX.
B 6 DEVICE MIN. X | X X | X | X |
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G20-4
SB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
WITH FLAGGERS AND PILOT CAR -SETUP 4B
MP 22.03 TO MP 23.70 NOT TO SCALE
STA. 597+87.05 TO STA. 686+04.65
LEGEND
TRANSPORTABLE
V"  woRrKk zoNE ATTENUATOR
/‘ FLAGGING STATION [rr[¢]  PILOT CAR
24" PORTABLE CHANGEABLE TEMPORARY PORTABLE
MESSAGE SIGN i TRANSVERSE RUMBLE STRIP
WiI-IT-OFlo:,R (SEE NOTE 5)
18" 18"
G204 PILOT CAR ® ® ® TRAFFIC SAFETY DRUMS
G25-101 (BIW) Y CLASS B
W20-1 W20-4 W20-7B W23-7 W20-7A W21-1701 CONSTRUCTION SIGN
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 15
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50
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FIELD LOCATE 1.5 +/-
MILES PRIOR TO
FIRST LANE CLOSURE
TAPER.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

W20-7A

SEE NOTE 4

18"

SIGN SPACING = X (1) MAXIMUM CHANNELIZATION MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
RURAL HIGHWAYS 60-70 MPH 800" +/- M'?Div'CE f:::FLNG T(;e;gENT HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
RURAL ROADS 4555 MPH 500 4/. 9,900 TO 22,000 Ibs. 22,001+ Ibs.
50-70 40 80 UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- 30 60
RURAL ROADS & URBAN ARTERIALS >4 100 172 222 100 150 172
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2) 20-30 20 40 LONGITUDINAL BUFFER SPAGE B
URBAN STREETS 25 MPH OR LESS 100" +I- (2) -
SPEED (MPH) | 20 | 25| 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 | 70
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE ! I I
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. | l H ‘} LENGTH (feet) 115| 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT ! |
ROADWAY CONDITIONS. ! ’ J H r ‘}
| w
PCMS )
| = :
1 2 W20-1 ‘xl H 2
ONE LANE| PILOT ,’ =l
ROAD | VEHICLE X ! / | §‘1
AHEAD | IN USE a0 3 3
2.0 SEC | 2.0 SEC ;‘/ ’ ll
X ! [ |

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND

UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE

TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

4. ROUNDABOUT FLAGGER STATIONS SHALL COORDINATE TO RELEASE TRAFFIC
ONLY IN THE DIRECTION OF THE SR 9 SINGLE LANE OR PILOT CAR MOVEMENT
AFTER MAINLINE TRAFFIC HAS CLEARED.DO NOT BLOCK THE ROUNDABOUT.

5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE

EXTREME CAUTION" SIGNS.
6. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.
7. SEE SHEET TC1 FOR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS.

8. THIS TRAFFIC CONTROL PLAN SHALL BE USED ONLY DURING HMA PLACEMENT
IN THE NORTHBOUND DIRECTION. THIS PLAN SHALL ALSO BE USED IN CONCURRENCE

WITH DU3 AND DU4.

7777777777777777 ~ - o
- ] T~ T m
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B —— - n———mL—n—— _z
******** . - — +—Lso[ 8
X ‘ X " 50'MIN. B ' R
100° MAX.
. ) 6 DEVICE MIN.
T b S < 3 DEVICE MIN. & L
S S ) S S S
s s S S a
NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
W20.7A WITH FLAGGERS AND PILOT CAR -SETUP 4C
X MP 22.03 TO MP 23.70 NOT TO SCALE
W20-4 STA.597487.05 TO STA. 686+04.65
X LEGEND
W20-1
/] work zone HTH  ATrenvator
FLAGGING STATION PILOT CAR

24"

36"

TEMPORARY PORTABLE
PCMS TRANSVERSE RUMBLE STRIP
(SEE NOTE 7)

PORTABLE CHANGEABLE "I
MESSAGE SIGN

STOP
18" WAIT FOR (18" ® ® ® TRAFFIC SAFETY DRUMS
— PILOT_CAR i
G25-101 (BIW
i - i g (W) K CONSTRUCTION SIGN
W20-1 W20-4 W20-78 W23-7 W20-7A W214701
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CHECKED BY G. HUTTON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. M. KAYANDA
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SIGN SPACING = X (1)

GENERAL NOTES

RURAL HIGHWAYS 60-70 MPH 800" +/-
, 1.ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
RURAL ROADS 45-55 MPH 500'+/- | UNLESS OTHERWISE SPECIFIED. D === F—
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
DI S BUaNEeS DTRare  25-30 MPH 200" +- (2) TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS.THIS SIGN IS NOT REQUIRED TO BE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.]  A| yMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS. 4. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS.
MAXIMUM CHANNELIZATION 5.WORK MAY OCCUR ACROSS DRIVEWAY OR ACCESS BY ADDING A FLAGGER AND
DEVICE SPACING (feet) HOLDING ACCESS TRAFFIC UP TO 15 MINUTES AND RESTRICTING TURNS INTO ACCESS
MPH TAPER | TANGENT FROM MAINLINE. CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED.
50-70 40 80 6. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED
35.45 30 60 WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;
20 20 STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE
20-30 CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE
EXTREME CAUTION" SIGNS.
7. THIS TRAFFIC CONTROL PLAN SHALL BE USED ONLY DURING HMA PLACEMENT
IN THE NORTHBOUND DIRECTION. THIS PLAN SHALL ALSO BE USED IN CONCURRENCE
WITH DU3 AND DUA4.
- %)
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SEE NOTE 5
WITH FLAGGERS AND PILOT CAR - SETUP 4C LEGEND
MP 22.03 TO MP 23.70 NOT TO SCALE TRANSPORTABLE
STA.597+87.05 TO STA. 686+04.65 /S /| WORK zZONE ATTENUATOR
/‘ FLAGGING STATION [rlr[¢]H  PILOT CAR
24" PORTABLE CHANGEABLE
36+ PCMS MESSAGE SIGN
18" WAIT FOR [ 18"
® @ ® TRAFFIC SAFETY DRUMS
G20-4
G25-101 (B/W) K CLASS B
W20-1 W20-4 W20-7B W20-7A W21-1701 CONSTRUCTION SIGN
FILE NAME T:\412420\XL6458 - SR 9 - SR 528 to 132nd St NE Vic - Paving with Exceptions\PSE - Plans, Specs & Est\(PSE) PLN - Plans\Proof\XL6458_PS_TC.dign Plot 9
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SIGN SPACING = X (1)

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER | TANGENT
50-70 40 80
35-45 30 60
20-30 20 40

RURAL HIGHWAYS 60-70 MPH 800" +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .

RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

3 DEVICE MIN.

— .

W20-1

W20-4 W20-7B

W20-7A

24"

STOP
WAIT FOR J18"
PILOT_CAR

G25-101 (BIW)

36"

-

G20-4

W21-1701

G25-101

EE NOTE 4

MATCHLINE
SEE SHEET TC22

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

4. ALL CROSS STREET FLAGGER STATIONS SHALL COORDINATE TO RELEASE TRAFFIC
ONLY IN THE DIRECTION OF THE SR 9 SINGLE LANE OR PILOT CAR MOVEMENT AFTER
MAINLINE TRAFFIC HAS CLEARED.ALLOW TURNS ONLY IN THE SAME DIRECTION AS THE

MAINLINE TRAFFIC. OPPOSING TURN MOVEMENTS SHALL BE HELD UNTIL THE NEXT CYCLE.

132ND ST NE

TYPE Il BARRICADE
W/ R11-201 SIGN
W/ TYPE C LIGHTS
BLACK/WHITE
48"X30"

NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL

WITH FLAGGERS AND PILOT CAR - SETUP 4C

5.WORK MAY OCCUR ACROSS DRIVEWAY OR ACCESS BY ADDING A FLAGGER AND
HOLDING ACCESS TRAFFIC UP TO 15 MINUTES AND RESTRICTING TURNS INTO ACCESS
FROM MAINLINE. CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED.

6. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED

WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;

STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE CONDITIONS
NOTED SHALL BE INSTALLED ALONG WITH THE

7. THIS TRAFFIC CONTROL PLAN SHALL BE USED ONLY DURING HMA PLACEMENT
IN THE NORTHBOUND DIRECTION. THIS PLAN SHALL ALSO BE USED IN CONCURRENCE

WITH DU3 AND DUA4.

"MOTORCYCLE USE EXTREME CAUTION" SIGNS.

132ND ST NE INTERSECTION

NOT TO SCALE

$¢01 133HS 33S
INIMHOLVYIN

N
\

(Pcms]

® ® ®

LEGEND

WORK ZONE

FLAGGING STATION

PORTABLE CHANGEABLE
MESSAGE SIGN

TRAFFIC SAFETY DRUMS

CLASS B
CONSTRUCTION SIGN

TRANSPORTABLE
ATTENUATOR

PILOT CAR

TYPE 3 BARRICADE
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36"

18"

G20-4

STOP
WAIT FOR | 18"
PILOT_CAR

24"

G25-101 (BIW)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

SIGN SPACING = X (1) PCMS
RURAL HIGHWAYS 60-70 MPH 800" +/- 1 2
RURAL ROADS 45-55 MPH 500' +/- ONEOLANE PILgT
. ROAD VEHICLE
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- AHEAD IN USE
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTs ~ 29-30 MPH 200" +- (2) 2.0 SEC | 2.0 SEC
URBAN STREETS 25 MPH OR LESS 100" +/- (2 FIELD LOCATE 1.5 +- - - R -
2 | MILES PRIOR TO W20-1 W20-4 W20-78 W23-7 W20-7A

W21-1701

FIRST LANE CLOSURE
TAPER.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

GENERAL NOTES

1. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND
UNLESS OTHERWISE SPECIFIED.

2. CHANNELIZING DEVICES ARE REQUIRED ALONG CENTERLINE TO SEPARATE
TRAFFIC FROM WORK OPERATION. DEVICES ARE REQUIRED AT TAPERS TO SHIFT
TRAFFIC MOVEMENT BETWEEN LANES AND TO PROTECT FLAGGING STATIONS.

3.SIGN G25-101 IS RECOMMENDED FOR NON-STOP SIGN CONTROLLED APPROACHES
SUCH AS PRIVATE ROADS AND DRIVEWAYS. THIS SIGN IS NOT REQUIRED TO BE
ALUMINUM SUBSTRATE AND CAN BE MADE OF ALTERNATIVE MATERIALS.

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER | TANGENT
50-70 40 80
35-45 30 60
20-30 20 40
o
e
g‘—’———————————_————————————————1———
2h S - - - S - . " - " .y __
3 TS T 7 )% e e
§§ . i ]
© 100'MAX.
6 DEVICE MIN.

NB SR 9 ONE LANE, TWO- WAY TRAFFIC CONTROL
WITH FLAGGERS AND PILOT CAR - SETUP 4C

MP 22.03 TO MP 23.70
STA. 597+87.05 TO STA. 686+04.65

NOT TO SCALE

G20-4

\

LEGEND

WORK ZONE

.E TRANSPORTABLE

4. SEE SECTION A-A ON SHEET TC1 FOR SAFETY DRUM SETUP DETAILS. ATTENUATOR

5. MOTORCYCLES USE EXTREME CAUTION SIGNS (W21-1701) SHALL BE INSTALLED '/’ FLAGGING STATION PILOT CAR

WHEN THE FOLLOWING CONDITIONS EXIST: GROOVED PAVEMENT; ABRUPT LANE EDGE;

STEEL PLATES OR LOOSE GRAVEL OR SOILS. SPECIFIC SIGN FOR EACH OF THE TEMPORARY PORTABLE

CONDITIONS NOTED SHALL BE INSTALLED ALONG WITH THE "MOTORCYCLE USE PCMS npn?zggﬁgll-EEsngANGEABLE "I TRANSVERSE RUMBLE STRIP

EXTREME CAUTION" SIGNS. (SEE NOTE 6)

6. SEE SHEET TC1 OR TEMPORARY PORTABLE TRANSVERSE RUMBLE STRIP DETAILS. ® ® ® TRAFFIC SAFETY DRUMS

7. THIS TRAFFIC CONTROL PLAN SHALL BE USED ONLY DURING HMA PLACEMENT K CLASS B

IN THE NORTHBOUND DIRECTION. THIS PLAN SHALL ALSO BE USED IN CONCURRENCE CONSTRUCTION SIGN

WITH DU3 AND DU4.
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N
A
AN
\\m 48" 48" 48"
\
\
X
\\ I6TH 48" 48" 48"
\
\
\\ #2 M4-9L MOD M4-9 MOD M4-9R MOD
v 12" Shield (B/W) 12" Shield (B/W) 12" Shield (B/W)
\ 8C/6C Direction 8C/6C Direction 8C/6C Direction
\\ 8D DETOUR 8D DETOUR 8D DETOUR
AN 22.5"x3.7" Arrow 12"x5.5" Arrow 22.5"x3.7" Arrow
N
) 2) 3 PCMS 1 PCMS 2
DU2 1 2 ‘ 2
\ 48" 48" 48" SR9 NB FOLLOW SR9 SB FOLLOW
\)« CLOSED DETOUR CLOSED DETOUR
\ AHEAD AHEAD
\\ i 48" 48" 48" 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC
\ R
| \I08TH ST NE N \\ FIELD LOCATE 2.0 +/- |I\:III|I|E_LE% IE?Q%IRTET%O +-
—— S | m MILES PRIOR TO
| \ - M4-9L MOD M4-9 MOD M4-9R MOD
: % - »\_, o«\}“ii _,’Q)l 12" Shield (B/W) 12" Shield (B/W) 12" Shield (B/W) ROAD CLOSURE. ROAD CLOSURE.
8C/6C Direction 8C/6C Direction 8C/6C Direction
! \\ /‘i‘FL 8D DETOUR 8D DETOUR 8D DETOUR LOCATE PCMS PER ‘I;VOSCD%TTE S?rinlﬂ%All’R%R
\ !! 22.5"x3.7" Arrow 12"x5.5" Arrow 22.5"x3.7" Arrow WSDOT STANDARD
: N i g ' oo SPEC. 1-10.3(3)C. SPEC. 1-10.3(3)C.
BN \ B
: X i
[ N ]
: \ i "
[ \ i 48 48 48
; N H
i v n END SR9 SOUTH SR9 NORTH
— O \ ii 36" WILL BE WILL BE
i \ ¥ DETOUR CLOSED| 60 CLOSED| 60
o) \ 1 XX/ XX -XX/XX XX/ XX -XX/XX
LI \ ii X:XXPM -X:-XXAM X:XXPM -X:XXAM
IE‘ \x L M4-9 (MOD)
| \ n R11-1501 (MOD) (B/W) R11-1501 (MOD) (B/W)
! N UPCOMING CLOSURE UPCOMING CLOSURE
r \ 11 DATES & TIME DATES & TIME
1= \\ ii UPDATED WEEKLY UPDATED WEEKLY
‘ [ é 1 \ um
‘ \ )
|
[ MARYSVILLE "\
[ HAN SEE NOTE 1 SEE NOTE 1
jm LI
i 11 \
H N
: i
4 AN
11 \
s \
- .
11 >
" DU2 AN
11 \
$ \ SR 9 Full Closure
e \
! S Detour Route NTS
\
N
G-
— Q& 1T
A LEGEND
HIEINI CLOSED ROUTE & TRAFFIC SAFETY DRUM
===~ DETOUR ROUTE > CLASS B SIGN NOTES:
ST — 1. FIELD_LOCATE NEAR TO ROAD CLOSURE
#1 TYPE 3 BARRICADE [|PCMS PORTABLE CHANGEABLE .
MESSAGE SIGN FOR 5 DAYS MINIMUM.
% IZI CONSTRUCTION SIGNS CLASS A
NG
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SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-70 MPH 800" +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
SRS AL BTGS20 weH 0w
URBAN STREETS 25 MPH OR LESS 100' +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

——— T T — — ==

TYPE Il BARRICADE
W/ R11-201 SIGN
W/ TYPE C LIGHTS
BLACK/WHITE
48"X30"

12)

SR 9 Full Closure
Detour Route NTS

LEGEND

DETAIL A-A

DETOUR ROUTE

o2
>

TRAFFIC SAFETY DRUM

CLASS B SIGN

PCMS | PORTABLE CHANGEABLE

NOTES:

1. SEE SHEET DU1 FOR SIGNING DETAILS.

ol .

DETAIL B-B

NN TYPE 3 BARRICADE MESSAGE. SIGH
/‘ FLAGGING STATION IXI CONSTRUCTION SIGNS CLASS A
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WADE RD

O

%99)9

91ST

99TH

AOYT13 ON

ad

48"
48"

M4-9 MOD
5D Road Info
8D DETOUR
12"x5.5" Arrow

)

48"

48"

M4-9L MOD
5D Road Info
8D DETOUR
22.5"x3.7" Arrow

2

- —
o —— ——

DETAIL C-C

48"

48"

M4-9 MOD
5D Road Info
8D DETOUR
12"x5.5" Arrow

132ND ST. NE CLOSURE

Detour Route NTS

99TH AVE NE

_99TH AVE NE _~

48"

48"

M4-9R MOD
5D Road Info
8D DETOUR
22.5"x3.7" Arrow

o)

48"

END
DETOUR

36"

M4-9 (MOD)

)

ROAD CLOSED |
AHEAD
LOCAL TRAFFIC ONLY|

TYPE 1l BARRICADE

W/ R11-3 (MOD) SIGN

W/ TYPE C LIGHTS
BLACK/WHITE
60"X30"

O

60"

ROAD CLOSED
AHEAD 30"
LOCAL TRAFFIC ONLY

R11-3 (MOD) (B/W)

NOTES:
1. FIELD LOCATE NEAR TO ROAD CLOSURE

FOR 5 DAYS MINIMUM.

48"

132ND ST
WILL BE
CLOSED| 60"

XX/ XX -XX/XX
X:XXPM -X:XXAM

R11-1501 (MOD) (B/W)
UPCOMING CLOSURE
DATES & TIME
UPDATED WEEKLY

7

SEE NOTE 1
PCMS
1 2
132ND ST | FOLLOW
CLOSED | DETOUR
AHEAD
2.0 SEC | 2.0 SEC

FIELD LOCATE 2.0 +/-
MILES PRIOR TO
ROAD CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

LEGEND

CLOSED ROUTE &
DETOUR ROUTE >

TRAFFIC SAFETY DRUM

CLASS B SIGN

TYPE 3 BARRICADE FORTABLE CHANGEABLE

ESSAGE SIGN

CONSTRUCTION SIGNS CLASS A
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-

II6TH

124TH

ST NE

isco Heights

AVE

99TH

ST NE

(

48"

48"

M4-9 MOD
5D Road Info
8D DETOUR
12"x5.5" Arrow

48"

132ND ST

WILL BE
60"

X:XXPM -X:XXAM

R11-1501 (MOD) (B/W)
UPCOMING CLOSURE
DATES & TIME
UPDATED WEEKLY

O

SEE NOTE 2

48" 48"
48" 48"
M4-9 MOD
M4-9L MOD
5D Road Info 5D Road Info
8D DETOUR 8D” DE"TOUR
22.5"%3.7" Arrow 12"x5.5" Arrow
PCMS
1 2
132ND ST | FOLLOW
NE CLOSED| DETOUR
AHEAD
2.0 SEC 2.0 SEC

FIELD LOCATE 2.0 +/-
MILES PRIOR TO
ROAD CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

132ND ST.NE CLOSURE

Detour Route NTS

48"
48"

M4-9R MOD
5D Road Info
8D DETOUR
22.5"x3.7" Arrow

4

NOTES:

1. SEE SHEET DU3 FOR DETAIL C-C.

2. FIELD LOCATE NEAR
FOR 5 DAYS MINIMUM,

48"

END
DETOUR

M4-9 (MOD)

s

36"

TO ROAD CLOSURE

I N =

I \

1 1 AN m

d 1o z-

i

i \ e LEGEND

i N 5

i AN & Getohell EININI CLOSED ROUTE ®  TRAFFIC SAFETY DRUM

I X ¢

etche X
@\5 “ - N .==== DETOUR ROUTE {  CLASS B SIGN
..... \ 84TH ST NE
-
\ s\ TYPE 3 BARRICADE PORTABLE CHANGEABLE
g N ’Q\®
‘. = CONSTRUCTION SIGNS CLASS A
\
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